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THRESHOLD CORROSION FATIGUE OF WELDED
SHIPBUILDING STEELS - PHASE II

INTRODUCTION

The primary objective of this SBIR Phase II project was the
development and verification of a test methodology for near-
threshold corrosion fatigue of welded HSLA shipbuilding steels
which would permit direct evaluation of the corrosion fatigue
resistance of weld metal, heat affected zone (HAZ) and base metal
regions. A secondary objective was the evaluation of experimental
filler metal compositions for submerged arc welding of MIL S-24645
structural steels. Welded joint geometries were developed in Phase
I which were expected to permit direct evaluation of the corrosion
fatigue performance of weld metal and HAZ microstructures. In this
phase, experimental powder-cored electrode filler metals were
prepared to evaluate the effect of weld metal carbon and copper
contents on weldment mechanical properties in the as-welded
condition, particularly low temperature impact toughness, for the
developed joint geometries. The first section of this report
describes the preparation and evaluation of the microstructure and
mechanical properties of baseline weldments prepared with solid
electrodes and experimental weldments prepared with powder-cored
electrodes. Baseline weldments were used for preparation of
compact tension specimens for near-threshold corrosion fatigue
tests. Development of the near-threshold corrosion fatigue test
methodology and a variety of supporting studies are described in
Appendix A.

PHASE I TECHNICAL OBJECTIVES

The Phase II project had the following specific technical
objectives:

1. To demonstrate techniques for producing and evaluating experi-
mental weld metal compositions in developmental shipbuilding
steels such as MIL S-24645 Class 3 using the submerged arc
welding process. In particular the effects of weld metal
copper content on as-welded microstructure, strength, and
toughness were to be examined in detail for selection of
optimum weld metal composition(s).

2. To prepare and evaluate, through detailed microstructural and
mechanical property testing, welded test plates suitable for
corrosion fatigue crack growth rate testing of isostructural
base metal, weld metal, and HAZ test specimens.

3. To further develop an accelerated test technique for determin-
ing the threshold stress intensity range and the near-threshold
corrosion fatigue crack growth rates at 10 Hz, 20 0 C, in (a) MIL
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S-24645 (HSLA 80) and (b) a 50 ksi yield strength steel such as
DH36 (HSS/HTS).

4. To investigate the effects of lower frequency on MIL S-24645 by
selecting a value, x Hz, in the range 0.2-1 Hz chosen for com-
parison with data from offshore steels.

5. To conduct tests on base plate MIL S-24645 steel and DH36 at 10
Hz and a second frequency (either 2 Hz or x Hz, depending on
the outcome of objective #4) in air and seawater at both the
free corrosion potential and -1.OV (SCE) cathodic protection.

6. Optional tests (depending on the outcome of objective #5) to be
conducted on a 30 ksi yield strength steel such as Grade E at
either 2 Hz or x Hz in air and seawater at both the free corro-
sion potential and -1.OV (SCE) cathodic protection.

7. To conduct tests on submerged arc weld metal and heat affected
zone (HAZ) microstructures of MIL S-24645 Class 3 steel at
206C, 10 Hz and either 2 Hz or x Hz in air and ASTM seawater at
the free corrosion potential and -1.OV (SCE) cathodic protec-
tion.

8. To characterize the base metal, weld metal, and HAZ microstruc-
tures, corrosion products, and crack propagation paths after
testing under the above conditions.

9. To obtain potentiodynamic polarization curves for the weld
metal and, if possible, HAZ microstructures.

10. To initiate a basic study to identify how the externally
applied potential relates to the level of cathodic protec-
tion at the highly stressed crack tip.

11. To initiate an alloy design study aimed at optimizing the
mechanical properties of MIL S-24645 steel.

12. To prepare, and submit for Ship Structures Conumitt-a
approval, a detailed procedure for near-threshold corrosion
fatigue crack growth rate testing in seawater environments
with or without the application of cathodic protection.

EXPERIMENTAL RESULTS

PreDaration of Baseline Welds

Additional 0.75 in. thick MIL S-24645 plate was obtained from
Lukens Steel. This plate was from the same heat as used for the
Phase I experiments.
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Welding Procedure Development

Baseline welds were prepared using procedures identical to
those employed in Phase I. Initially, four identical SAW welds
were prepared in 30.0 in. long MIL S-24645 plate. Table 1 shows
the SAW welding process parameters. These procedures were
replicated when additional compact tension (CT) specimens were
required later in the project.

Three plates were used for destructive testing to assure
reproducibility of as-welded properties and for preparation of CT
corrosion fatigue test specimens. The fourth was used for
preparation of additional CT specimens.

Figures 1-3 show metallographic cross sections through the
three welds destructively tested. Table 2 summarizes the weld
metal chemical analyses for the three welds, which are seen to be
virtually identical.

Table 3 shows the all-weld-metal and transverse tensile prop-
erties of each of the three welds. Table 4 summarizes the RT,
0,-600, and -120"F CVN impact toughnesses measured for each weld
and also for the base metal. Results for all welds are in
reasonable agreement. CT specimens were machined with the notch at
the weld metal centerline and HAZ (fusion line + 2mm) locations for
corrosion fatigue testing. Double cantilever beam (constant K)
specimens were machined from the base metal for possible use in
electrochemical studies of corrosion fatigue crack growth.

Preparation of Welds with Varvina Cu. C Contents

To permit an evaluation of experimental submerged arc weld
metal compositions, in particular the effect of weld metal Cu con-
tent on as-welded microstructure, strength, and impact toughness
(objective No. 1), a series of five metal powder-cored electrode
compositions was fabricated at Rankin Industries, San Diego. Each
was fabricated from low S, P sheath material in 100 lb quantities.
Wire diameter was 0.093 in.

Table 5 shows the composition range for the baseline L-TEC 95
solid electrode. Experimental composition F8901 is an attempt to
hit the midpoints of the L-TEC 95 compositional range with a
powder-cored electrode to compare the performance of powder-cored
vs. solid electrode baseline compositions. Experimental composi-
tion F8902 separates the effect of low C content on the baseline
composition. Experimental compositions F8903-5 introduce varying
Cu levels into the low-C filler metal composition to approach base
metal Cu content.

The five powder-cored electrode compositions shown in Table 5
were used for submerged arc welding trials. Most initial experi-
ments were performed with the F8901 electrode composition, which is
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the powder-cored analog of the L-TEC 95 solid electrode. The elec-
trodes were baked out at 475"F for 16 hours prior to use.

Initial welding conditions used for the F8901 powder-cored
electrode duplicated those used previously for the L-TEC 95 solid
electrode (shown in Table 1). These conditions were found to
result in high levels of weld metal porosity. Higher heat input
conditions were established as shown in Table 6. These conditions
led to elimination of weld metal porosity but did not completely
eliminate intermittent fusion line porosity. Welds satisfactory
for initial mechanical testing were nevertheless produced.

Table 7 shows the weld metal chemical analyses for the powder-
cored electrode weld. These should be compared with the solid
electrode welds shown previously (Table 2). The powder-cored
electrode weld exhibits slightly higher C, Mn, Cr, and Ni levels,
and apparently lower 02 levels, than the solid electrode welds.

Tensile property data (Table 8) for the powder-cored and solid
electrode welds show slightly higher yield strength levels for the
powder-cored electrode weld with other properties virtually iden-
tical to those of the solid electrode welds. CVN impact toughness
values for the powder-cored electrode weld are shown in Table 9 and
should be compared with Table 4 for corresponding solid electrode
weld values. Weld metal impact toughnesses for the powder-cored
electrode welds are significantly lower than for the solid
electrode weld. HAZ toughnesses are higher for the powder-cored
electrode weldments due presumably to a lower effective heat input
for these welds.

Two replicate welded test plates were prepared with the low-C
F8902 powder-cored electrode. The plates are identified as
12-890920 and 13-890921. Welding procedures used, which are iden-
tical to those used previously for the F8901 electrode, are shown
in Table 10. The welded test plates were found acceptable in
radiographic examination. (Subsequently, minor lack of fusion on
the vertical side of the weld metal was detected during machining
which, because of its orientation, was not visible in radiography.)

Weld metal chemical analyses for both plates are shown in
Table 11, where the compositions are seen to be quite similar.
Both exhibit the desired low C levels. Destructive testing was
performed on one plate. Table 12 compares the tensile properties
obtained for the low-C F8902 powder-cored electrode with results
for higher-C solid and powder-cored electrodes, where the only
possibly significant difference for the low-C electrode weld may be
a slightly higher weld metal yield strength.

Table 13 shows the impact toughness test results. These
should be compared with those shown in Table 9 for the higher-C
F8901 powder-cored electrode. The lower carbon weld metal produced
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by the low-C F8902 powder-cored electrode shows lower weld metal
toughness. Somewhat higher HAZ impact toughnesses are observed.

Additional test plates were welded using a vacuum baked ver-
sion of the powder-cored high electrode composition F8901. The
electrodes were vacuum baked at 700"F for 2 hours and are desig-
nated F8901-2. Welding process parameters are shown in Table 14.
For a constant electrode feed rate, the vacuum baked electrode was
found to draw approximately 15% more welding current than the orig-
inal F8901 electrode (see Table 6). Travel speed was increased
slightly to partially compensate for the increased heat input which
resulted.

One as-welded test plate (18-900705) was used for destructive
testing. Table 15 shows the weld metal chemical analysis for this
weld. It is similar to that obtained for the F8901 electrode.
Table 16 shows a comparison of the tensile properties obtained with
the F8901 and F8901-2 electrodes. Higher all-weld-metal tensile
strength was observed for the vacuum baked electrode. Table 17
shows a comparison of the impact toughness of weldments prepared
with the F8901 and F8901-2 electrodes. HAZ toughnesses are similar
as expected. Weld metal toughness appears significantly better for
the weld prepared with the vacuum baked electrode, particularly
at -60"F, and approaches that of the baseline weld.

One weld was prepared with the vacuum baked version of the
F8902 electrode. Welding process parameters are shown in Table 18.
Two welds were prepared with the non-vacuum baked versions of the
high-Cu-content F8903 and F8904 electrodes., Welding process
parameters are shown in Tables 19 and 20. Weld metal chemical
analyses for these latter two welds are shown in Table 21.

Destructive test results were obtained for the additional weld
prepared with the vacuum baked version of the F8902 electrode.
Weld metal chemical analysis is shown in Table 22 and compared with
earlier welds prepared with the non-vacuum baked version of this
electrode. A metallographic cross section of weld No. 19-900904 is
shown in Figure 4.

Table 23 shows the comparative tensile properties of the non-
vacuum baked and vacuum baked versions of welds prepared with the
F8902 low-C electrode. The enly obvious difference is lower all-
weld metal yield strength for the weld prepared with the vacuum
baked electrode. Table 24 shows a comparison of the impact tough-
ness properties. With respect to weld metal toughness, the vacuum
baked electrode weld shows significantly higher toughness only at
0"F, the results for other temperatures being virtually identical
to those of the non-vacuum baked electrode weld. HAZ toughness
values are similar for both weldments.

The two welds prepared with non-vacuum baked versions of the
higher-Cu-content, low-C electrodes were also destructively tested.
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Table 25 shows the tensile properties of the welds prepared with
non-vacuum baked versions of the F8903 and F8904 electrodes and
contrasts them with other powder-cored electrodes of lower Cu
contents. The sequentially increasing Cu content of the low-C
F8902, 3, 4 electrode series has no apparent effect on tensile
properties.

Impact toughneLa properties of the weldments produced with the
F8903 and F8904 electrodes compared with the low-Cu F8902 electrode
are shown in Table 26. At the higher test temperature, the tough-
ness values for the higher-Cu-content weld metals are inferior to
those of the low-Cu F8902 electrode, at least in the non-vacuum
baked condition.

Metallographic cross sections of the welds prepared with the
F8903 and F8904 electrodes are shown in Figures 5 and 6.

Two welds were prepared with the vacuum baked versions of
high-Cu-content powder-cored electrodes F8903-2 and F8904-2 and
destructively tested for comparison with results on non-vacuum
baked electrodes. Welding process parameters used to prepare these
two welds are shown in Tables 27 and 28.

Weld metal chemical analyses for each weld are shown in Table
29. These results are similar to those shown previously for welds
prepared with the same electrodes but in the as-received, rather
than vacuum baked, condition.

Tensile test results are shown in Table 30 and compared with
those for the high-Cu-content non-vacuum baked electrodes. The
all-weld-metal yield strengths for both vacuum baked electrode
welds were noticeably higher than for their non-vacuum baked
counterparts. For the highest Cu-content weld, the all-weld-metal
elongation was sharply reduced for the weld prepared with the
vacuum baked electrode.

Table 31 summarizes the impact toughness values measured for
these welds compared with the non-vacuum baked versions. Weld
metal values are similar for vacuum baked and non-vacuum baked
electrode welds and both are inferior to those of the lower-Cu-
content welds reported previously. HAZ toughness values are
similar to those of other welds of similar heat input prepared
during the project.
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CONCLUSIONS FROM WELDING PROCEDURE AND FILLER METAL COMPOSITON
DEVELOPMENT STUDIES

1. Baseline welding procedures with the L-TEC 95 solid electrode
gave consistent and reproducible results. A number of weld
metal and HAZ CT test specimens were prepared from replicate
welds for use in corrosion fatigue test methodology
development.

2. Powder-cored electrodes of a deposit composition equivalent to
the. L-TEC 95 solid electrode produced welds of similar tensile
properties but of lower weld metal impact toughness,
particularly at the lower test temperatures. HAZ impact
toughnesses were higher for the powder-cored electrode welds.

3. Weld metal impact toughness for welds produced with the
powder-cored electrode of a deposit composition equivalent to
the L-TEC 95 solid electrode was improved significantly by
vaccuum, baking the electrode prior to welding and was nearly
equal to that obtained with the solid electrode.

4. A lower-C-content version of the same powder-cored electrode
composition produced equivalent tensile properties but reduced
weld metal impact toughness. Vacuum baking prior to welding
provided no significant improveme~nt in weld metal impact
toughness.

5. Sequential increases in the Cu content of the low-C-content
powder-cored electrode composition had no apparent effect on
weidment tensile strength and did not improve weld metal
impact toughness. Vacuum baking the electrodes prior to
welding increased weld metal tensile strength but reduced weld
metal ductility. Weld metal impact toughness was inferior to
that obtained with lower-Cu-content weld metal compositions.
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Table 1. Submerged Arc Weld Procedures

Base Plate: 0.75 in. thick, MIL S-24645

Joint Configuration: 45/ 0.75 in.

1 0.25 in.

Weld Length: 26.0 in.

Electrode: 0.093 in. D., Linde 95 MIL 100S-l

Electrode Extension: 1.50 in.

Flux: Oerlikon OP 121TT

Flux Depth: 0.75 in.

Preheat: None

Interpass Temperature: 200"F

Voltage: 33V DCRP

Amperage: 350A

Travel Speed: i2.8

Heat Input: 53,600 J/in.

No. Passes: 10

Plate I.D. Nos. 01-890131
02-890201
03-890201
04-890303
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Table 2. Weld Metal Chemical Analyses (wt 1)

Element 01-890131 02-890201 03-89020 1
C 0.03 0.03 0.03
Mn 1.40 1.41 1.40
Si, 0.39 0.39 0.39
p 0.013 0.014 0.013
S 0.011 0.012 0.011
Cr 0.15 0.12 0.14
Ni 1.70 1.76 1.77
Mo 0.33 0.34 0.33
Cu 0.17 0.11 0.15

02 230 ppm 242 ppm 271 ppm

Fe Bal. Bal. Bal.
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Table 3. Tensile Test Results

Yield Tensile Reduc- Frac-
Strength Strength Elonga- tion in ture
(psi) (psi) tion(%) Area(%) Location

Plate #
01-890131
All Weld 85900 109000 27 67 *
Transverse 83200 95700 21 79 BM

Plate #
02-890201
All Weld 85900 110000 25 78 *
Transverse 83900 96000 22 79 BM

Plate #
03-890201
All Weld 85900 112000 25 69 *
Transverse 84300 95500 23 78 BM

10



Table 4. Charpy Vee Notch Impact Toughness Test Results

Impact Lateral %
Strength Deformation Shear

fft-ll_ (ils)Area

Plate #01-890131 Weld

RT
1 112.0 0.073 100
2 120.0 0.069 100
3 107.5 0.070 100

Average 113.2

0"F
1 87.0 0.051 80
2 88.0 0.061 80
3 90.5 0.050 90

Average 88.5

-606F
1 43.5 0.031 40
2 42.5 0.028 40
3 55.0 0.035 40

Average 47.0

-120"F
1 18.5 0.010 20
2 30.0 0.017 20
3 36.5 0.024 20

Average 28.3

Plate #01-890131
HAZ - 2=u from F.L.

RT
1 138.0 0.086 100
2 137.0 0.083 100
3 141.0 0.083 100

Average 138.7

0"F
1 125.0 0.080 100
2 114.0 0.071 100
3 127.0 0.079 100

Average 122.0
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Table 4. (Continued)

Impact Lateral
Strength Deformation Shear

(ft-lb. (mils) Area

-60"F
1 60.0 0.042 60
2 99.0 0.067 60
3 74.0 0.050 60

Average 77.7

-120"F
1 43.5 0.032 20
2 34.0 0.020 10
3 26.0 0.022 20

Average 34.5

Plate #02-890201
Weld

RT
1 126.0 0.076 100
2 120.0 0.083 100
3 119.0 0.080 100

Average 121.7

-609F
1 104.5 0.055 90
2 96.0 0.056 90
3 88.5 0.060 90

Average 96.3

-60"F
1 62.5 0.049 70
2 60.0 0.042 70
3 64.0 0.041 70

Average 62.2

-1206F
1 20.0 0.014 40
2 20.5 0.014 40
3 30.0 0.020 40

Average 23.5
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Table 4. (Continued)

Impact Lateral
Strength Deformation Shear
- ( (mils) Area

Plate #02-890201
HAZ - 2mm from FL

RT
1 141.0 0.082 100
2 143.0 0.087 100
3 137.0 0.091 100

Average 140.3

0"F
1 144.0 0.088 100
2 128.5 0.083 100
3 144.5 0.086 100

Average 139.0

-60 " F
1 102.0 0.068 70
2 93.5 0.058 70
3 83.5 0.056 60

Average 93.5

-120"F
1 55.0 0.039 40
2 26.0 0.022 10
3 37.0 0.027 40

Average 39.3

Plate #03-890201
Weld

RT
1 125.5 0.082 100
2 126.0 0.082 100
3 130.0 0.080 100

Average 127.2

0"F
1 99.5 0.060 100
2 91.0 0.060 100
3 100.5 0.063 100

Average 97.0
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Table 4. (Continued)

Impact Lateral
Strength Deformation Shear

(ft-lb) (Mils) Area

-60"F
1 61.0 0.037 70
2 63.0 0.040 60
3 37.5 0.026 50

Average 53.8

-120"F
1 20.0 0.011 20
2 22.5 0.013 20
3 33.5 0.026 40

Average 25.3

Plate #03-890201
HAZ - 2mm from F.L.

RT
1 134.0 0.083 100
2 132.0 0.078 100
3 146.0 0.088 100

Average 137.3

0"F
1 135.0 0.078 100
2 128.5 0.075 100
3 137.0 0.080 100

Average 132.8

-60"F
1 110.0 0.071 80
2 109.0 0.069 70
3 116.5 0.077 80

Average 111.8

-120*F
1 40.0 0.044 30
2 32.0 0.022 20
3 36.0 0.027 20

Average 36.0
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Table 4. (Continued)

Impact Lateral %
Strength Deformation Shear

f l (mils) Area

Plate #01-890131
Base Metal

RT
1 204.0 0.089 100
2 211.5 0.094 100
3 213.0 0.093 100

Average 209.5

0"F
1 186.0 0.091 100
2 187.5 0.092 100
3 220.0 0.085 100

Average 197.8

-60"F
1 147.5 0.086 100
2 196.0 0.091 100
3 146.0 0.085 100

Average 163.2

-120"F
1 147.0 0.085 100
2 63.0 0.023 10
3 124.0 0.078 100

Average 111.3
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Table 5. Target Filler Metal Compositions (wt %, Balance Fe)

C _ Mn Si No Hi Cr S12

L-TEC 95 Min. 0.03 1.45 0.25 0.30 1.60 0.05 - -

Solid Electrode 0.09 1.75 0.40 0.40 1.95 0.16 0.010
0.008
Max.

Powder-Cored
Compositions

F8901 0.06 1.62 0.32 0.35 1.76 0.10 0.010
0.010

F8902 0.02 1.62 0.32 0.35 1.76 0.10 0.010
0.010

F8903 0.02 1.62 0.32 0.35 1.76 0.10 0.010
0.010 0.40

F8904 0.02 1.62 0.32 0.35 1.76 0.10 0.010
0.010 0.80

F8905 0.02 1.62 0.32 0.35 1.76 0.10 0.010
0.010 1.20
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Table 6. Submerged Arc Weld Procedures - Powder-Cored Electrode

Base Plate: 0.75 in. thick, MIL S-24645

Joint Configuration: 4 0.75 in.

0 0."25 in.

Weld Length: 26.0 in.

Electrode: 0.093 in. D., F8901

Electrode Extension: 1.50 in.

Flux: Oerlikon OP 121TT

Flux Depth: 0.75 in.

Preheat: None

Interpass Temperature: 200"F

Voltage: 35V DCRP

Amperage: 360A

Travel Speed: 13.0 in./min

Heat Input: 58,200 J/in.

No. Passes: 7

Plate I.D. Nos. 08-890907
09-890914
10-890915
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Table 7. Weld Metal Chemical Analyses of Powder-Cored Electrode (F8901)
Weld (wt %)

Element 08-890907

C 0.06

Mn 1.50

Si 0.29

P 0.11

S 0.11

Cr 0.22

Ni 1.83

Mo 0.37

Cu 0.10

02 0.006

Fe Bal.
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Table 8. Comparison of Tensile Test Results for Solid and Powder-Cored
Electrodes

Reduc-
Yield Tensile Elonga- tion in Frac-

Solid Electrode Strength Strength tion Area ture
(L-TEC 95) (psi) (psi) (%) (%) Location

Plate #
01-890131
All Weld 85900 109000 27 67 *
Transverse 83200 95700 21 79 BM

Plate #
02-890201
All Weld 85900 110000 25 78 *
Transverse 83900 96000 22 79 BM

Plate #
03-890201
All Weld 85900 112000 25 69 *
Transverse 84300 95500 23 78 BM

Powder-Cored Electrode (F8901)

Plate #
09,10
All Weld 87000 110000 23 70 *
Transverse 87700 98700 23.5 75 BM
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Table 9. Charpy Vee Notch Impact Toughness Test Results - Powder-Cored
Electrode (F8901)

Impact Lateral Shear
Strength Deformation Area
(ft-lb) (mils) __L

Plate 09, 10 Weld

RT
1 90.5 0.066 100
2 94.0 0.063 100
3 86.0 0.055 100

Average 90.2

0OF
1 72.0 0.51 80
2 75.0 0.50 80
3 72.5 0.50 80

Average 73.2

-60OF
1 32.0 0.021 30
2 -26.0 0.019 30
3 28.5 0.020 25

Average 28.8

-120°F
1 20.0 0.011 10
2 16.0 0.008 5
3 16.0 0.008 5

Average 17.3

Plate 09, 10
HAZ - 2mm from F.L.

RT
1 159.5 0.091 90
2 144.5 0.091 90
3 149.0 0.093 90

Average 151.0

0"F
1 158.0 0.097 90
2 151.0 0.095 90
3 159.5 0.096 90

Average 156.2
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Table 9. (Continued)

Impact Lateral Shear
Strength Deformation Area
(ft-lb) (mils) Ml

-60*F
1 121.5 0.080 60
2 117.0 0.078 50
3 128.0 0.082 60

Average 122.2

-120°F
1 39.5 0.029 15
2 69.0 0.049 20
3 80.5 0.057 20

Average 63.0
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Table 10. Submerged Arc Weld Procedures - Powder-Cored Electrode

Base Plate: 0.75 in. thick, MIL S-24645

Joint Configuration: 4 450 0.75 in.

00.75 in.
S 0.25 in.

Weld Length: 26.0 in.

Electrode: 0.093 in. D., F8902

Electrode Extension: 1.50 in.

Flux: Oerlikon OP 121TT

Flux Depth: 0.75 in.

Preheat: None

Interpass Temperature: 200"F

Voltage: 35V DCRP

Amperage: 360A

Travel Speed: 13.0 in./min

Heat Input: 58,200 J/in.

No. Passes: 7

Plate I.D. Nos. 12-890920
13-890921
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Table 11. Weld Metal Chemical Analyses for Low-C Powder-Cored Electrode
(F8902) Welds (wt %)

n 1 13-890921

C 0.04 0.04

Mn 1.49 1.50

Si 0.35 0.35

P 0.012 0.013

S 0.011 0.014

Cr 0.25 0.28

Ni 1.79 1.97

MO 0.33 0.34

Cu 0.09 0.12

0 398 ppm 455 ppm

Fe Bal. Bal.
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Table 12. Comparison of Tensile Test Results for Solid and Powder-Cored
Electrodes

Reduc-
Yield Tensile Elonga- tion in Frac-

Solid Electrode Strength Strength tion Area ture
(L-TEC 95) (psi) (psi) (%) (%) Location

Plate #
01-890131
All Weld 85900 109000 27 67 *
Transverse 83200 95700 21 79 BM

Plate #
02-890201
All Weld 85900 110000 25 78 *
Transverse 83900 96000 22 79 BM

Plate #
03-890201
All Weld 85900 112000 25 69 *
Transverse 84300 95500 23 78 BM

Powder-Cored Electrode (F8901)

Plate #
09,10
All Weld 87000 110000 23 70 *
Transverse 87700 98700 23.5 75 BM

Low-C Powder-Cored Electrode (F8902)

Plate #
13-890921
All Weld 93000 104000 20 69 *
Transverse 84700 96200 24 79 BM
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Table 13. Charpy Vee Notch Impact Toughness Test Results - Powder-Cored
Electrode (F8902)

Impact Lateral Shear
Strength Deformation Area
Ift-lh •(mils)

Plate 13 Weld

RT
1 71.0 0.055 95
2 74.5 0.056 95
3 74.0 0.059 90

Average 73.2

0"F
1 46.0 0.035 40
2 34.0 0.029 50
3 47.0 0.037 60

Average 42.3

-600F
1 27.5 0.019 20
2 -20.0 0.013 20
3 30.0 0.022 20

Average 25.8

-120"F
1 8.5 0.005 5
2 8.0 0.005 5
3 7.5 0.004 5

Average 8.0

Plate 13
HAZ - 2mm from F.L.

RT
1 190.5 0.095 No break
2 172.0 0.097 No break
3 167.0 0.093 No break

Average 176.5

0"F
1 148.0 0.092 No break
2 148.0 0.099 No break
3 162.5 0.091 No break

Average 152.8
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Table 13. (Continued)

Impact Lateral Shear
Strength Deformation Area
_ft-b (mils) M

-608F
1 144.0 0.087 No break
2 125.0 0.081 No break
3 132.5 0.080 No break

Average 152.8

-120"F
1 100.0 0.068 20
2 13.0 0.008 10
3 123.0 0.082 30

Average 78.7
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Table 14. Submerged Arc Weld Procedures - Powder-Cored Electrode

Base Plate: 0.75 in. thick, MIL S-24645

Joint Configuration: 450

/0.75 in.

0.25 in.

Weld Length: 26.0 in.

Electrode: 0.093 in. D., F8901-2, vacuum baked

Electrode Extension: 1.50 in.

Flux: Oerlikon OP 121TT

Flux Depth: 0.75 in.

Preheat: None

Interpass Temperature: 200"F

Voltage: 37V DCRP

Amperage: 420A

Travel Speed: 15.0 in./min

Heat Input: 62,160 J/in.

No. Passes: 7

Plate I.D. No. 18-900705
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Table 15. Weld Metal Chemical Analysis of Vacuum Baked
Powder-Cored Electrode (F8901-2) Weld (wt %)

Element 18-900705

C 0.06

Mn 1.44

Si 0.39

P 0.012

S 0.013

Cr 0.29

Ni 1.85

Mo 0.39

Cu 0.17

02 510 ppm

Fe Bal.
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Table 16. Comparison of Tensile Test Results for Powder-Cored
and Vacuum Baked Powder-Cored Electrodes

Reduc-
Yield Tensile Elonga- tion in Frac-

Powder-Cored Strength Strength tion Area ture
Electrode (psi) (psi) (%) (%) Location

Powder-Cored Electrode (F8901)

Plate #
09,10
All Weld 87000 110000 23 70 *
Transverse 87700 98700 23.5 75 BM

Vacuum Baked Powder-Cored Electrode (F8901-21

Plate #
18
All Weld 95600 121000 21 40 *
Transverse 87700 99200 21.5 77 BM
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Table 17. Comparison of Charpy Vee Notch Impact Toughness
Test Results - Powder-Cored Electrode (F8901) and
Vacuum Baked Powder-Cored Electrode (F8901-2)

Impact Lateral Shear
Strength Deformation Area
Ift-lb) (mils)

Plate 09, 10 Weld

RT
1 90.5 0.066 100
2 94.0 0.063 100
3 86.0 0.055 100

Average 90.2

0"F
1 72.0 0.51 80
2 75.0 0.50 80
3 72.5 0.50 80

Average 73.2

-60"F
1 32.0 0.021 30
2 26.0 0.019 30
3 28.5 0.020 25

Average 28.8

-120"F
1 20.0 0.011 10
2 16.0 0.008 5
3 16.0 0.008 5

Average 17.3

Plate 09, 10
HAZ - 2mm from F.L.

RT
1 159.5 0.091 90
2 144.5 0.091 90
3 149.0 0.093 90

Average 151.0

0"F
1 158.0 0.097 90
2 151.0 0.095 90
3 159.5 0.096 90

Average 156.2
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Table 17. (Continued)

Impact Lateral Shear
Strength Deformation Area
(ft-lb (mils)

-60"F
1 121.5 0.080 60
2 117.0 0.078 50
3 128.0 0.082 60

Average 122.2

-120"F
1. 39.5 0.029 15
2 69.0 0.049 20
3 80.5 0.057 20

Average 63.0

Plate 18 Weld

RT
1 96.5 0.067 100
2 97.5 0.065 100
3 96.0 0.065 100

Average 96.7

0"F
1 79.5 0.050 90
2 80.0 0.055 90
3 89.5 0.057 95

Average 83.0

-60"7
1 62.0 0.308 40
2 62.5 0.040 40
3 57.0 0.036 30

Average 60.5

-120OF
1 11.0 0.005 5
2 20.0 0.010 10
3 29.0 0.018 10

Average 20.0

Plate 18
HAZ - 2=m from F.L.

RT
1 162.5 0.098 90
2 157.0 0.093 90
3 155.0 0.093 90

Average 158.2
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Table 17. (Continued)

Impact Lateral Shear
Strength Deformation Area
(ft-lbs) (mils) .%L

Plate 18
HAZ - 2mm from F.L.

0"F
1 167.5 0.099 90
2 167.0 0.095 90
3 164.5 0.080 90

Average 166.3

-60"F
1 146.0 0.090 89
2 116.0 0.074 50
3 118.5 0.093 60

Average 126.3

-1209F
1 127.0 0.079 60
2 55.0 0.039 25

90.0 0.061 40
Average .90.7
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Table 18. Submerged Arc Weld Procedures - Powder-Cored Electrode

Base Plate: 0.75 in. thick, MIL S-24645

Joint Configuration: 45 0

1 7 0.75 in.

0.25 in.

Weld Length: 20.5 in.

Electrode: 0.093 in. D., F8902-2, vacuum baked

Electrode Extension: 1.50 in.

Flux: Oerlikon OP 121TT

Flux Depth: 1.0 in.

Preheat: None

Interpass Temperature: 200"F

Voltage: 37V DCRP

Amperage: 420A

Travel Speed: 15.0 in./min

Heat Input: 62,160 J/in.

No. Passes: 6

Plate I.D. No. 19-900904
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Table 19. Submerged Arc Weld Procedures - Powder-Cored Electrode

Base Plate: 0.75 in. thick, MIL S-24645

Joint Configuration: 45

1 ý0.75 in.

0.25 in.

Weld Length: 20.0 in.

Electrode: 0.093 in. D., F8903-1, vacuum baked

Electrode Extension: 1.50 in.

Flux: Oerlikon OP 121TT

Flux Depth: 1.0 in.

Preheat: None

Interpass Temperature: 200°F

Voltage: 37V DCRP

Amperage: 390A

Travel Speed: 15.0 in./min

Heat Input: 57,720 J/in.

No. Passes: 6

Plate I.D. No. 16-900330
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Table 20. Submerged Arc Weld Procedures - Powder-Cored Electrode

Base Plate: 0.75 in. thick, NIL S-24645

Joint Configuration: el
0.75 in.

Weld Length: 20.0 in.

Electrode: 0.093 in. D., F8904-1, vacuum baked

Electrode Extension: 1.50 in.

Flux: Oerlikon OP 121TT

Flux Depth: 1.0 in.

Preheat: None

Interpass Temperature: 200"F

Voltage: 37V DCRP

Amperage: 390A

Travel Speed: 15.0 in./min

Heat Input: 57,720 J/in.

No. Passes: 7

Plate I.D. No. 17-900602
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Table 21. Weld Metal Chemical Analysis of Powder-Cored Electrode

(F8903-1, F8904-1) Welds (wt %)

Element 16-900330 17-900602

C 0.02 0.01

Mn 1.34 1.63

Si 0.27 0.27

P 0.013 0.013

S 0.013 0.013

Cr 0.21 0.21

Ni 1.94 1.78

Mo 0.34 0.37

Cu 0.51 0.73

02 0.051 0.051

Fe Bal. Bal.
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Table 22. Weld Metal Chemical Analyses of Powder-Cored Electrode
(F8902) Welds (vt %)

Element 1 1- 19-900904**

C 0.04 0.04 0.04

Mp 1.49 1.50 1.30

Si 0.35 0.35 0.30

P 0.012 0.013 0.012

S 0.011 0.014 0.013

Cr 0.25 0.28 0.27

Ni 1.79 1.97 1.84

Mo 0.33 0.34 0.35

Cu 0.09 0.12 0.16

0 398 ppm 455 ppa 413 ppm

Fe Bal. Bal. Bal.

*Non-vacuum baked.
**Vacuum baked.
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Table 23. Comparison of Tensile Test Results for Vacuum Baked and
Non-Vacuum Baked Low-Carbon F8902 Powder-Cored Electrodes

Reduc-
Low-C Powder- Yield Tensile Elonga- tion in Frac-

Cored Electrode Strength Strength tion Area ture
(F8902) (psi) (psi) (%) (%) Location

Plate *
13-890921
All Weld 93000 104000 20 69 *
Transverse 84700 96200 24 79 BM
(Non-vacuum
baked)

Plate #
19-900904
All Weld 82200 108000 25 62 *
Transverse 85600, 96600 23.5 79 BM
(Vacuum baked)
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Table 24. Charpy Vee Notch Impact Toughness Test Results for Non-Vacuum
Baked and Vacuum Baked Low-Carbon Powder-Cored Electrode
(F8902)

Impact Lateral Shear
Strength Deformation Area
(ft-lbj- (mils) M__%I

Plate 13 Weld
(Non-vacuum baked)

RT
1 71.0 0.055 95
2 74.5 0.056 95
3 74.0 0.059 90

Average 73.2

0"F
1 46.0 0.035 40
2 34.0 0.029 50
3 47.0 0.037 60

Average 42.3

-60*F
1 27.5 0.019 20
2 20.0 0.013 20
3 30.0 0.022 20

Average 25.8

-120"F
1 8.5 0.005 5
2 8.0 0.005 5
3 7.5 0.004 5

Average 8.0

Plate 13
HAZ - 2 am from F.L.

RT
1 190.5 0.095 No break
2 172.0 0.097 No break
3 167.0 0.093 No break

Average 176.5

0"F
1 148.0 0.092 No break
2 148.0 0.099 No break
3 162.5 0.091 No break

Average 152.8
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Table 24. (Continued)

Impact Lateral Shear
Strength Deformation Area
(ft-lb) (mils) M

-60"F
1 144.0 0.087 No break
2 125.0 0.081 No break
3 132.5 0.080 No break

Average 152.8

-120"F
1 100.0 0.068 20
2 13.0 0.008 10
3 123.0 0.082 30

Average 78.7

Plate 19 Weld
(Vacuum baked)

RT
1 68.5 0.050 80
2 75.0 0.051 90
3 70.0 0.047 90

Average .71.2

0"F
1 83.5 0.059 80
2 61.0 0.040 60
3 49.5 0.036 50

Average 64.7

-60"F
1 25.0 0.018 15
2 25.0 0.018 20
3 21.0 0.015 15

Average 23.7

-1200F
1 9.5 0.006 10
2 9.5 0.006 10
3 7.5 0.004 5

Average 8.8
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Table 24. (Continued)

Impact Lateral Shear
Strength Deformation Area

(ft-lb) mi1l)

Plate 19
(HAZ - 2 mm from F.L.)

RT
1 155.5 0.094 90
2 159.0 0.094 90
3 154.0 0.090 90

Average 156.2

0"F
1 174.0 0.088 90
2 139.5 0.085 90
3 177.0 0.089 90

Average 163.5

-609F
1 145.0 0.082 90
2 124.5 0.078 90
3 136.0 0.086 90

Average 135.2

-120"F
1 58.0 0.041 30
2 35.0 0.025 20
3 95.0 0.062 30

Aver age 62.7
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Table 25. Comparison of Tensile Test Results for Non-Vacuum Baked
Powder-Cored Electrodes

Reduc-
Yield Tensile Elonga- tion in Frac-

Strength Strength tion Area ture
Electrode (psi) (psi) (%) (%) Location

F8901
All Weld 87000 110000 23 70 *
Transverse 87700 98700 23.5 75 BM

F8902
All Weld 93000 104000 20 69 *
Transverse 84700 96200 24 79 BM

F8903
All Weld 84400 101000 25 71 *
Transverse 87400 97400 22.5 81.8 BM

F8904
All Weld 91900 103000 20 64 *
Transverse 84100 96400 22.5 81.5 BM
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Table 26. Charpy Vee Notch Impact Toughness Test Results - Low-Carbon
Powder-Cored Electrodes

Impact Lateral Shear
Strength Deformation Area
(ft-lb) (Mils)

Plate 13 Weld (F8902)

RT
1 71.0 0.055 95
2 74.5 0.056 95
3 74.0 0.059 90

Average 73.2

0"F
1 46.0 0.035 40
2 34.0 0.029 50
3 47.0 0.037 60

Average 42.3

-60"F
1 27.5 0.019 20
2 20.0 0.013 20
3 30.0 0.022 20

Average 25.8

-120"F
1 8.5 0.005 5
2 8.0 0.005 5
3 7.5 0.004 5

Average 8.0

Plate 13
HAZ - 2 mm from F.L.

RT
1 190.5 0.095 No break
2 172.0 0.097 No break
3 167.0 0.093 No break

Average 176.5

0"F
1 148.0 0.092 No break
2 148.0 0.099 No break
3 162.5 0.091 No break

Average 152.8
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Table 26. (Continued)

Impact Lateral Shear
Strength Deformation Area
(ft-lb) (M~is)M

-60"F
1 144.0 0.087 No break
2 125.0 0.081 No break
3 132.5 0.080 No break

Average 152.8

-120"F
1 100.0 0.068 20
2 13.0 0.008 10
3 123.0 0.082 30

Average 78.7

Plate 16 Weld (F8903)

RT
1 64.0 0.046 90
2 65.0 0.049 90
3 61.0 0.046 80

Average 63.3

OF
1 46.0 0.030 50
2 50.0 0.035 50

Average 48.0*

-60OF
1 23.5 0.011 25
2 22.5 0.016 20

Average 23.0*

-120"F
1 7.0 0.002 5
2 7.5 0.005 5
3 8.5 0.005 5

Average 7.7

Plate 16
HAZ - 2 mm from F.L.

RT
1 159.5 0.095 90
2 157.0 0.093 90
3 175.5 0.094 90

Average 164.0
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Table 26 (Continued)

Impact Lateral Shear
Strength Deformation Area
(ft-lb) (mils)

0"F
1 144.5 0.082 90
2 130.5 0.080 90

Average 137.5*

-60OF
1 122.0 0.077 80
2 108.0 0.068 70

Average 115.0*

-120OF
1 56.5 0.039 20
2 71.0 0.047 30
3 68.5 0.045 30

Average 65.3

Plate 17 Weld (F8904)

RT
1 58.5 0.'046 30
2 62.0 0.048 40
3 62.0 0.049 40

Average 60.8

0"F
1 26.0 0.021 15
2 27.0 0.022 15
3 42.0 0.030 20

Average 31.7

-60OF
1 15.5 0.014 10
2 13.0 0.010 10
3 17.0 0.014 10

Average 15.2

-120"F
1 10.0 0.008 5
2 6.0 0.004 5
3 7.0 0.005 5

Average 7.7
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Table 26 (Continued)

Impact Lateral Shear
Strength Deformation Area
(ft-lb) (Mils) M/%/

Plate 17
HAZ - 2 mm from F.L.

RT
1 170.5 0.094 90
2 160.5 0.091 90
3 165.0 0.093 90

Average 165.3

0°F
1 164.0 0.095 90
2 158.5 0.091 90
3 165.5 0.091 90

Average 162.7

-60OF
1 121.0 0.079 80
2 106.5 0.071 80
3 127.0 0.085 90

Average 118.2

-120°F
1 44.5 0.035 20
2 106.5 0.065 50
3 115.0 0.077 50

Average 88.7

*Insufficient material for third specimen.
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Table 27. Submerged Arc Weld Procedure - Powder-Cored Electrode

Base Plate: 0.75 in. thick, MIL S-24645

Joint Configuration: 450 0
0. 75 in.

0.25 in.

Weld Length: 24.0 in.

Electrode: 0.093 in. D., F8903-2, vacuum baked

Electrode Extension: 1.50 in.

Flux: Oerlikon OP 121TT

Flux Depth: 1.0 in.

Preheat: None

Interpass Temperature: 200"F

Voltage: 37 V DCRP

Amperage: 420 A

Travel Speed: 15.0 in./min

Heat Input: 62,160 J/In.

No. Passes: 7

Plate I.D. No. 20-901211
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Table 28. Submerged Arc Weld Procedure - Powder-Cored Electrode

Base Plate: 0.75 in. thick, MIL S-24645

Joint Configuration: 450
', .• in.

0.25 in.

Weld Length: 24.0 in.

Electrode: 0.093 in. D., F8904-2, vacuum baked

Electrode Extension: 1.50 in.

Flux: Oerlikon OP 121TT

Flux Depth: 1.0 in.

Preheat: None

Interpass Temperature: 200°F

Voltage: 37 V DCRP

Amperage: 420 A

Travel Speed: 15.0 in./min

Heat Input: 62,160 J/in.

No. Passes: 7

Plate I.D. No. 21-901212
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Table 29. Weld Metal Chemical Analysis of Vacuum Baked Powder-Cored

Electrode (F8903-2, F8904-2) Welds (wt %)

Eleen 2 1211 21-901212

C 0.02 0.02

Mn 1.52 1.74

Si 0.34 0.36

P 0.012 0.012

S 0.012 0.013

Cr 0.23 0.22

Ni 2.14 1.90

Mo 0.39 0.41

CU 0.57 0.70

02 0.050 0.051

Fe Bal. Bal.
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Table 30. Comparison of Tensile Test Results for Vacuum Baked and Non-
Vacuum Baked High-Cu-Content Powder-Cored Electrodes

Reduc-
Yield Tensile Elonga- tion in Frac-

Strength Strength tion Area ture
Electrode (psi) (psi) (%) (%) Location

F8903
All Weld 84400 101000 25 71 *
Transverse 87400 97400 22.5 81.8 BM

F8904
All Weld 91900 103000 20 64 *
Transverse 84100 96400 22.5 81.5 BM

P8903-2 (a)
All Weld 97600 106000 25.0 68 *
Transverse 86600 103000 22.0 76 BM

F8904-4 (a)

All Weld 106000 110000 .16.0 37 *
Transverse 85700 95800 22.5 76 BM

(a)Vacuum baked
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Table 31. Charpy Vee Notch Impact Toughness Test Results for Non-Vacuum
Baked and Vacuum Baked High-Cu-Content Powder-Cored Electrodes

Impact Lateral Shear
Strength Deformation Area

Plate 16 Weld (F8903)

RT
1 64.0 0.046 90
2 65.0 0.049 90
3 61.0 0.046 80

Average 63.3

0.F
1 46.0 0.030 50
2 50.0 0.035 50

Average 48.0*

-60"F
1 23.5 0.011 25
2 22.5 0.016 20

Average 23.0*

-120"F
1 7.0 0.002 5
2 7.5 0.005 5
3 8.5 0.005 5

Average 7.7

Plate 16
HAZ - 2 mm from F.L.

RT
1 159.5 0.095 90
2 157.0 0.093 90
3 175.5 0.094 90

Average 164.0

0"F
1 144.5 0.082 90
2 130.5 0.080 90

Average 137.5*

-60"F
1 122.0 0.077 80
2 108.0 0.068 70

Average 115.0*
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Table 31. (Continued)

Impact Lateral Shear
Strength Deformation Area(ft-lb). (Mils) _M

-120"F
1 56.5 0.039 20
2 71.0 0.047 30
3 68.5 0.045 30

Average 65.3

Plate 17 Weld (F8904)

RT
1 58.5 0.046 30
2 62.0 0.048 40
3 62.0 0.049 40

Average 60.8

0"F
1 26.0 0.021 15
2 27.0 0.022 15
3 42.0 0.030 20

Average 31.7

-60"F
1 15.5 0.014 10
2 13.0 0.010 10
3 17.0 0.014 10

Average 15.2

-120"F
1 10.0 0.008 5
2 6.0 0.004 5
3 7.0 0.005 5

Average 7.7

Plate 17
HAZ - 2 mm from F.L.

RT
1 170.5 0.094 90
2 160.5 0.091 90
3 165.0 0.093 90

Average 165.3
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Table 31. (Continued)

Impact Lateral Shear
Strength Deformation Area

O.F
1 164.0 0.095 90
2 158.5 0.091 90
3 165.5 0.091 90

Average 162.7

-600F
1 121.0 0.079 80
2 106.5 0.071 80
3 127.0 0.085 90

Average 118.2

-1206F
1 44.5 0.035 20
2 106.5 0.065 50
3 115.0 0.077 50

Average 88.7

Plate 20 Weld (F8903-2)
Vacuum Baked

RT
1 70.5 0.055 90
2 63.0 0.051 85
3 62.5 0.049 80

Average 65.3

O*F
1 43.0 0.035 60
2 51.5 0.039 60
3 50.0 0.041 65

Average 48.2

-60'F
1 28.0 0.020 40
2 23.0 0.020 30
3 27.0 0.020 20

Average 26.0

-120*F
1 9.5 0.008 5
2 9.5 0.007 5
3 8.0 0.008 5

Average 9.0
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Table 31. (Continued)

Impact Lateral Shear
Strength Deformation Area
(ft-lb) (mils) M%.

Plate 20
HAZ - 2 mm from F.L.

RT
1 158.0 0.087 90
2 170.0 0.087 90
3 159.5 0.085 90

Average 162.3

0"F
1 128.0 0.082 80
2 129.0 0.077 80
3 131.0 0.082 80

Average 129.3

-60*F
1 127.0 0.081 80
2 123.0 0.078 80
3 133.0 0.078 80

Average 127.8

-120"F
1 113.0 0.072 50
2 108.0 0.072 50
3 99.5 0.067 40

Average 106.8

Plate 21 Weld (F8903-2)
Vacuum Baked

RT
1 47.0 0.037 50
2 62.0 0.050 50
3 50.0 0.037 50

Average 53.0

0"F
1 29.5 0.024 25
2 15.0 0.016 25
3 14.5 0.011 20

Average 19.7
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Table 31. (Continued)

Impact Lateral Shear
Strength Deformation Area
(ft-lb) (mils)

-60OF
1 8.5 0.006 10
2 10.0 0.008 10
3 14.0 0.012 10

Average 10.8

-120°F
1 4.0 0.002 5
2 5.0 0.002 5
3 6.0 0.004 5

Average 5.0

Plate 21
HAZ - 2 mm from F.L.

RT
1 155.0 0.090 90
2 179.5 0.084 90
3 167.0 0.093 90

Average 167.2

0°F
1 136.0 0.086 90
2 175.0 0.087 80
3 137.5 0.087 90

Average 149.5

-60°F
1 111.0 0.072 80
2 128.0 0.080 80
3 127.5 0.077 70

Average 122.2

-120"F
1 99.5 0.069 50
2 124.5 0.081 80
3 96.5 0.070 50

Average 106.8

*Insufficient material for third specimen.
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Figure 1. Metallographic cross section, weld No. 01-890131.
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Figure 2. Metallographic cross section, weld No. 02-890201.
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Figure 3. Metallographic cross section, weld No. 03-890201.
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Figure 4. Metallographic cross section, weld No. 19-900904.

Actual size.
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Figure 5. Metallographic cross section, weld No. 16-900330.

Actual size.
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Figure 6. Metallographic cross section, weld No. 117-900602.

Actual size.
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THRESHOLD CORROSION FATIGUE OF WELDED SHIPBUILDING STEELS
PHASE II

SUMMARY OF RESULTS

Near-threshold corrosion fatigue crack propagation data have been collected for MIL-
S24645 HSLA steel, a compatible strength weld metal and its HAZ in air, ASTM seawater
at the free corrosion potential and ASTM seawater at -0.8V and -1.0 V (SCE) cathodic pro-
tection as a function of frequency (10, 2 and 0.2 Hz). Based on these results, frequency
shifting between 10 and 0.2 Hz was explored as a method of accelerating the collection of
near-threshold data and has been found to depend on the prior history of the specimen.
Threshold data collected at 0.2 Hz were adequately reproduced when specimens were load
shed at 10 Hz to threshold and then the frequency shifted to 0.2 Hz with no change in load.
However, when specimens were load shed at 0.2 Hz and shifted to 10 Hz at threshold, signi-
ficantly higher values of AKth and AIK, were obtained compared to the values from a single
test at 10 Hz.

The most significant result to arise from this program was the development of the
partial hydrogen embrittlement method to accelerate the collection of near-threshold data.
This procedure offers the potential for clearly defining the threshold and reducing the time
required for collection of threshold data by either conventional load shedding or "increasing
R-ratio" techniques by at least a factor of two at 0.2 Hz. This method may prove to be a
generic test method applicable not only to ferrous materials but also to non-ferrous
materials which are embrittled by hydrogen. This method merits further investigation and
offers the potential for development as an ASTM standard procedure.
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1. INTRODUCTION

This report summarizes the near-threshold corrosion fatigue crack propagation data
collected for MIL S-24645 steel, a compatible strength weld metal and its HAZ, as a
function of frequency. The report begins with a statement of the problem, the Phase II
technical objectives and the original work plan. Section 5 describes the experimental
procedures adopted in this study. The results and discussion are presented in section 6 in
the order: 6.1 - fatigue crack propagation data; 6.2 - microstructural studies; 6.3 -
polarization data; 6.4 - impedance data; 6.5 accelerated test procedures; 6.6 - alloy design
study. The conclusions are presented in section 7 and suggestions for future work in section
8. A paper submitted to the ASME Offshore Mechanics and Arctic Engineering Conference
is included as Appendix I.

2. IDENTIFICATION AND SIGNIFICANCE OF THE PROBLEM

High strength low alloy steels, when subjected to cyclic stresses in the marine
tnvironment, exhibit more rapid nucleation and propagation of corrosion fatigue cracks than
comparable steels tested in air. The critical areas in fatigue performance of shipbuilding
and marine structural steels are the welded joints, which may be submerged fully in sea
water and which must be protected by cathodic polarization. Relatively few studies exist of
corrosion fatigue of weldments in the marine environment, particularly for the low fre-
quencies (0.1 - 0.2 Hz) associated with marine structures.1 10 The mechanisms of corrosion
fatigue crack propagation and the roles of metal dissolution at the crack tip, corrosion
debris, cathodic hydrogen and weld residual stresses are not well defined for natural sea
water environments.11 -1 3 There is critical need for long term corrosion fatigue crack
propagation studies in the slow growth regime (10- to 10" mm/cycle), which marks the
transition from threshold behavior, below which flaws are non-propagating, to the mid
growth (10-5 to 1073 mm/cycle) where the effects of mean stress, microstructure and environ-
ment are no longer dominant. This is particularly true for cathodically protected structures,
where the relationships between the electrochemical, mechanical and microstructural
conditions within a corrosion fatigue crack are not well established.

A fundamental fracture mechanics study has been conducted to develop near-
threshold corrosion fatigue crack propagation test techniques for shipbuilding steels and
their weldments in marine environments, at both the free corrosion potential and under
cathodic protection. This report contains the results of the Phase II near-threshold cor-
rosion fatigue crack propagation tests, corrosion tests and microstructural investigations of
MIL S-24645 Class 3 steel.

3. PHASE II TECHNICAL OBJECTIVES

1. To demonstrate techniques for producing and evaluating experimental weld metal
compositions in developmental shipbuilding steels such as MIL S-24645 Class 3 using
the submerged arc welding process. In particular, the effects of weld metal copper

A-5



content on as-welded microstructures, strength and toughness are to be examined in
detail for selection of optimum weld metal composition(s).

2. To prepare and evaluate, through detailed microstructural and mechanical property
testing, welded test plates suitable for corrosion fatigue crack growth rate testing of
isostructural base metal, weld metal and HAZ test specimens.

3. To further develop an accelerated test technique for determining the threshold stress
intensity range and the near-threshold corrosion fatigue crack growth rates at 10 Hz,
20 C, in (a) MIL S-24645 (HSLA 80), and (b) a 50 ksi yield strength steel such as
DH36 (HSS/HTS).

4. To investigate the effects of lower frequency on MIL S-24645 by selecting a value,
X Hz in the range 0.2 - 1 Hz chosen for comparison with data from offshore steels.

5. To conduct tests on base plate MIL S-24645 steel and DH36 at 10 Hz and a second
frequency (either 2 Hz or X Hz, depending on the outcome of objective #4) in air
and seawater at both the free corrosion potential and -1.0 V (SCE) cathodic
protection.

6. Optional tests (depending on the outcome of objective #5) may be conducted on a
30 ksi yield strength steel such as Grade E at either 2 Hz or X Hz in air and
seawater at both the free corrosion potential and -1.0 V (SCE) cathodic protection.

7. To conduct tests on submerged arc weld metal and heat affected zone microstruc-
tures (HAZ) of MIL S-24645 Class 3 steel at 20 C, 10 Hz and either 2 Hz or X Hz
in air and ASTM seawater at the free corrosion potential and -1.0 V (SCE) cathodic
protection.

8. To characterize the base metal, weld metal and HAZ microstructures, corrosion
products and crack propagation paths after testing under the above conditions.

9. To obtain potentiodynamic polarization curves for the weld metal and, if possible,
HAZ microstructures.

10. To initiate a basic study to identify how the externally applied potential relates to the
level of cathodic protection at the highly stressed crack tip.

11. To initiate an alloy design study aimed at optimizing the mechanical properties of
MIL S-24645 steel.

12. To prepare and submit for ship structures committee approval, a detailed procedure
for near-threshold corrosion fatigue crack growth rate testing in seawater environ-
ments with or without the application of cathodic protection.
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4. WORK PLAN

The original work plan of tests is presented in Table I. A summary of the tests
completed to date is given in Table II and a summary of the threshold data is presented in
Table III. It can be seen from Table III that, with the exception of the weld metal tested
in air, after correction for crack closure, the effective threshold stress intensity range falls
in the range 3.5 to 5.0 Mpa min2 . The individual test data are discussed in Section 6.3.

5. EXPERIMENTAL PROCEDURES

5.1 Materials

The material used in this study was MIL S-24645 Class 3, E/F quality, supplied by
Lukens Steels Co. Near-threshold crack propagation data for this steel are also compared
with results from A710 (Armco Class 3) collected during a Sea Grant program held at the
University of Southern California. The compositions of both steels are given in Table IV
and the mechanical properties are compared in Table V. Welds were prepared by MSNW
according to the procedures described earlier and were tested without a stress relief
treatment.

5.2 Near-threshold Corrosion Fatigue Crack Propagation Tests

Near-threshold corrosion fatigue crack propagation tests were conducted on one half
inch thick compact tension (CT) specimens. Samples were oriented in the TL direction (i.e.,
notch parallel to the rolling direction of the base plate or the longitudinal direction of the
weld) so that the minimum plate properties were being evaluated. Oversized holes were
machined and fitted with black delrin rings so that the specimen could be isolated from the
pins for either DC potential drop measurements of crack length for tests conducted in air
or cathodic protection in ASTM seawater.

The test equipment and software have been continually upgraded throughout the
program. Two 20 ksi servohydraulic fatigue machines, a MTS 880 and a CGS Model 112-
10A, were used for the project and computer equipment has recently been acquired to
automate a third, 50 ksi MTS system. The MTS systems are equipped with 386 personal
computers (PC) and the MATE (Material Analysis and Testing Environment) software
developed by the University of Dayton and in use at Wright Patterson Air Force Base. The
CGS system was upgraded with the Instron 8500 Dynamic Testing System electronics, a 386
PC and the Instron Advanced Fatigue Crack Propagation (AFCP) program. Both of the
near-threshold corrosion fatigue crack propagation software programs have been developed
in accordance with ASTM standard E647.

Constant amplitude near-threshold fatigue tests using a sine waveform were carried
out at frequencies of 10, 2 and 0.2 Hz, all with a stress ratio, R = KiJKm. = 0.1. The
threshold was approached by load shedding according to ASTM standard E647. Tests have
been conducted in air, ASTM seawater at the free corrosion potential, ASTM seawater with
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cathodic potentials of -0.8V SCE and -1.0 V SCE, and ASTM seawater at 4 C. Laboratory
seawater, made according to ASTM standard D1141-75, was used as the reference environ-
ment, due to the difficulties associated with the compositional variability and availability of
natural seawater. Procedures for making the ASTM seawater are given in Table VI. Aftei
preliminary tests using a clamp-on cell, an environmental chamber was constructed to pro-
vide a much larger volume of seawater. The ASTM seawater was changed every three days
during the long term tests. The grips, pins and specimen, apart from a narrow region along
the crack path, were coated with M-coat J to prevent corrosion. For the tests at 4 C, a
recirculating controlled temperature bath was modified so that fluid at 4 C could be
circulated through a stainless steel coil placed around the specimen in the large environmen-
tal chamber.

Specimens were fatigue pre-cracked in air at 20 Hz. Before initiating the tests a
compliance calibration was performed. For the specimens tested in seawater, fixtures were
attached to the specimen to prevent the clip gage from being immersed in the seawater.
The compliance calibration was carried out by: (a) slotting the 0.5 inch thick CT specimen
and measuring the load (P) - displacement (X) curve for each crack length, a,, determined
using a travelling microscope. The compliance values, Ci = X/P, and normalized com-
pliance values Uj = 1/((BECi) 1/2 + 1) were then determined, where B is the thickness of
the CT specimen and E is Young's modulus of the material. The normalized compliance
was plotted against ai/W, where W is the width of the CT specimen, and a least squares
pclynomial fit was used to obtain the coefficients for the equation relating A./W to Uj. An
example of such data is plotted in Fig. 1. The coefficients were then loaded into the
MATE/AFCP programs and were shown to correctly report the crack lengths during a test.
' nis calibration technique is more accurate than that based on the conventional BEC -
(aiw) curve, shown in Fig. 2.

The following methods of crack length monitoring have been compared: (1) D.C.
electrical potential drop method using a precise source of constant D.C. current
(-NORENSEN SRL 10 - 50 power supply) plus a Keithley 181 nanovoltmeter. The experi-
mental arrangement is shown schematically in Fig. 3;14 (2) back face strain gage compliance
r' ethod; (3) crack opening displacement (COD) gage compliance method; and (4) measure-
r. ent of the crack length either optically with a travelling microscope or from scanning
efectron micrographs. The optical/SEM techniques were for calibration only since they
ctnnot be conveniently monitored during a test. The D.C. potential drop method was
lhaited to tests in air since inaccurate results may arise from the presence of a conducting
ei.xtrolyte (seawater) in th-. crack tip. For tests in seawater, either the back face strain gage
or COD gage technique could be used. The MATE and AFCP software were both auto-
mated to determine crack length using the COD method.

Crack closure measurements to determine Kcor, were initially monitored using the
back-face strain gauge, but were fully automated, using the unloading compliance method,
after installation of the MATE and AFCP programs.
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5.3 Microstructural Studies

After the threshold crack propagation rates (10-8 mm cycle-) had been reached,
specimens were either unloaded or were rapidly fractured. Samples tested in sea water were
immediately drained, gently immersed in alcohol and dried as quickly as possible. The
fracture surfaces were coated with epoxy to seal them from the air, and the unbroken
samples were carefully infiltrated with epoxy and sealed on the sides. Both the fractured
and unbroken specimens were then sectioned through the midplane, polished and etched
in 3% nital, so that the fracture path at the center of the specimen could be observed using
either an optical microscope or the Cambridge SIV-10 scanning electron microscope.

5.4 Polarization Curves

Potentiodynamic polarization curves were determined by several methods, according
to ASTM standard G5-82, for MIL S-24645 steel, ASTM A710, a 1018 low carbon steel, the
weld metal and the HAZ. Data were obtained for 600 grit finish cylindrical (ASTM A710)
and flat (MEL S-24645, weld and HAZ) samples in aerated and argon deaerated ASTM
seawate;, pH = 8.2, at 20 C. The specimens were immersed in solution at the free
corrosion potential for 30 minutes before scanning positively from -1600 mV SCE at a rate
of 0.17 mV s". The free corrosion potentials, corrosion currents and polarization resistances
were determined respectively. The effect of testing conditions on the polarization curves
was investigated by holding the specimens in seawater for 1.5 hours to allow the free
corrosion potential to stabilize before scanning either positively or negatively from Eff at
0.17 mV s0.

Data were collected for flat specimens of the weld metal and the HAZ by cutting

sections parallel to the crack plane (LT orientation) from the welded specimens.

5.5 Impedance Measurements

Electrochemical impedance measurements have been initiated using a Solartron 1286
Electrochemical interface, a HP 35660A Dynamic signa! analyzer and a 386 PC equipped
with GPIB board, National Instruments measure, and Lotus 123 for data acquisition. Impe-
dance data were initially collected on a base metal samfle cathodically protected with -1.0
V (SCE) by scanning the frequency from 60 kHz to 10" Hz. Nyquist plots (imaginary part
of the impedance versus real part) and Bode plots (modulus and phase plotted as a function
of frequency) were determined. The data were then interpreted in terms of the following
models: (1) single time constant model; (2) crack corrosion impedance model; (3) painted
surface corrosion impedance model; (4) pit corrosion impedance model; (5) two time
constant corrosion impedance model.
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5.6 Accelerated Test Procedures

5.6.1 Frequency Shifting

The effect of frequency shifting, i.e., propagating the crack close to threshold at 10
Hz and then dropping the frequency to 0.2 Hz (or vice-versa 0.2 Hz shifted to 10 Hz), has
been investigated as a method of accelerating the collection of near-threshold data.

5.6.2 Partial Hydrogen Embrittlement

A novel method of accelerated testing, designed to avoid time periods of weeks and
months required to obtain single data points near the threshold,1 5 particularly at a frequency
of 0.2 Hz, has also been initiated. It is proposed that threshold values can be obtained more
rapidly by developing a small plastic zone in front of a fast moving fatigue crack partially
embrittled by hydrogen. Tests using partially embrittled specimens to determine crack arrest
characteristics in an increasing K-field have been demonstrated for single edge notch
specimens1 6 but have not previously been demonstrated for fatigue.

Tests were conducted on face grooved DCB specimens of MIL S-24645 base metal,
as shown in Fig. 4. The specimens were placed in an environmental chamber which
contained a hydrogen charging bath consisting of a 5N H2SO 4 acid with 0.25 mg/i of
arsenite (As2O3 ). Shims were placed in the electrospark discharge machined face-grooves
and the entire specimen and grooves, apart from 5 mm of the groove which was directly
ahead of the pre-crack, were sealed with M-coat J or silicon rubber to isolate the
environment. Hence, hydrogen could enter the specimen only in a small region around the
pre-crack tip. A current density of 50 ma crnf2 was applied, with the working electrode being
the specimen and the reference electrodes being carbon.

After charging for twelve hours, fatigue cracking at AK.pp = 10 MPa mi/ 2 (close to
AKth) was initiated and crack propagation rates (predicted to be two orders of magnitude
faster than the unembrittled specimens) were monitored. Once a constant crack propaga-
tion rate had been established during hydrogen charging, the bath was drained and the
fatigue crack growth rates monitored as the crack propagated in air. During this period the
fatigue crack propagation rates decreased drastically as hydrogen diffused out of the
specimen until a steady state value, characteristic of the threshold behavior for MIL S-24645
steel in air, was achieved. The experiment was then repeated using lower values of AKIp
to establish the threshold. By using different starting values of AI. it was expected that the
AKth could be determined with less scatter and in a shorter time than either conventional
load shedding or "increasing R-ratio" techniques.

5.7 Alloy Design Study

During the transition of Dr. Todd's laboratory from the University of Southern
California to the Illinois Institute of Technology, a limited amount of theoretical research
on the interphase precipitation was undertaken as this represents an alternative method of
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directly strengthening copper containing steels using a single cooling treatment, rather than
by a two stage quenching and tempering treatment. The interphase precipitation reaction
results in periodic precipitation of copper precipitates at the austenite/ferrite interphase
boundary during the transformation of austenite to ferrite. The intersheet spacing and the
sizes of the precipitates are well known to influence the strength and toughness of ferritic
steels. An understanding of this reaction could lead to the optimization of the mechanical
properties of this class of HSLA steels.

6. RESULTS

6.1 Fatigue Crack Propagation Data

6.1.1 MIL S-24645 Base Metal - 10 Hz

The near-threshold corrosion fatigue crack propagation data for MIL S-24645 base
metal tested in air at 10 Hz, 22 C and R = 0.1 are presented in Figure 5. The closed
squares represent the original data and the open squares represent data which have been
corrected for crack closure. Threshold stress intensity ranges of AKth = 7.5 MPa m1/ 2 and
AKc, fh = 5.5 MPa m1/ 2 were obtained. The improved automation installed at lIT permitted
much more accurate data collection down to crack growth rates of 3 x W7 mm per cycle,
where the threshold values could -be clearly identified. Figure 6 shows a comparison
between recent data collected for MIL S-24645 base metal in air and earlier results where,
due to the difficulties of collecting data below crack propagation rates of approximately 2
x 10-6 mm/cycle, AKth was interpreted as 10 MPa mi/ 2.

Figure 7 shows the results for the tests at 10 Hz in air, seawater at the free corrosion
potential and seawater with -1.0 V SCE cathodic protection. AKth decreased from 7.5 MPa
m1/2 in air to 6.5 MPa m1/2 in seawater. The application of -1.0 V SCE resulted in an
increase of AK.th to 11.5 MPa m1/2. This contrasts with data collected earlier which indicated
very little difference between the threshold values (6.5 MPa m1/2) for tests in seawater at
(a) the free corrosion potential; (b) -0.8V SCE and (c) -1.0 V SCE, as shown in Fig. 8.
Crack closure corrections for the tests in air and seawater at -1.0 V SCE (Fig. 9) gave
similar values of AKffth "= 5.5 MPa m 1/2 (air) and 5.0 MPa m'1/2 (-1.0 V SCE). Closure
corrections are not yet available for the data collected in seawater at the free corrosion
potential.

6.1.2 ASTM A710 Base Metal - 2 Hz

Tests at 2 Hz were conducted on ASTM A710, R = 0.1. Figure 10 compares data
collected in air and also in ASTM seawater at the free corrosion potential before and after
correction for crack closure. Values of AIth = 6.0 and 7.0 MPa m1/ 2 were obtained for the
tests in air and seawater, respectively. After correction for crack closure, AK(ff,,, was found
to be 4.5 MPa m/"/ Figure 11 shows near-threshold data for tests conducted in ASTM
seawater at the free corrosion potential, -0.8V SCE and -1.0 V SCE. The application of
cathodic potential increased AKtb to approximately 11.0 MPa M'1/2 in both cases. Further
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studies at 2 Hz were discontinued as the effect of frequency appeared to be significantly

greater when the frequency was reduced to 0.2 Hz.

6.1.3 MIL S-24645 Base Metal - 0.2 Hz

Near-threshold data for MIL S-24645 base metal were not required. Three attempts
were made to collect the 0.2 Hz data in ASTM seawater. The first two tests were conducted
with the old MTS software in which the precrack was obtained by load shedding and then
crack propagation data were obtained by load increasing. The third test was conducted by
load shedding. Crack closure data were collected simultaneously for test #3 using (a) a
front face COD gage to measure crack mouth opening displacement, and (b) a back face
strain gage sealed on the specimen using M coat-J. The value of the effective closure load
given by these two methods was very close, hence the average value was used in calculating
the effective delta K.

For specimen #1 (A in Fig. 12), crack growth initiated at 8 x 10-6 mm/cycle and a
stress intensity range of 9 MPa mi/ 2. Within a few days there was an emergency water shut-
down, which stopped the test (da/dN = 1.5 x 10-5 mm/cycle) and the specimen remained
in the sea water for two days. On resuming the test a slightly higher stress intensity range
was required and the crack growth rate decreased to 1.3 x 10i5 mm/cycle. As it was not
known (a) whether any overload occurred at the time of the shutdown and (b) whether
significant corrosion products developed within the crack during this time, it was decided
to repeat the test.

Specimen #2 (v in Fig. 12) was pre-cracked and tested in a similar manner to
specimen #1, but the test was initiated at a crack propagation rate of 9 x 10.7 mm/cycle.
Unlike sample #1, this specimen, including the sides of the specimen ahead of the growing
crack, was coated with M coat-J, a polymer paint, to prevent excessive corrosion. It was
assumed that this paint film would break as the crack propagated. It became apparent
during the test that the polymer film did not rupture, but acted as a flexible membrane
across the specimen surface. Consequently access of the environment into the crack was
restricted along the sides of the crack, occurring only through the mouth of the crack. No
closure was observed in this test.

Data for specimen #3, tested by load shedding down to threshold, are shown as
circles in Fig. 12. A higher threshold than for specimen #2 was observed at crack growth
rates below approximately 2 x 10-6 mm/cycle. AKth was initially found to be 8.5 MPa Mi/2

and the crack stopped growing at da/dN = 7 x 107 mm/cycle (cessation of crack growth
being defined as no measurable crack growth in one week). The load was increased by
10% and crack growth resumed but immediately stopped. After one week, the load was
then increased by another 10% and load shedding resumed. The crack stopped at a final
value of AKth = 9.5 MPa ml/2 and a closure corrected AKth = 4.5 MPa (Fig. 13). It
is interesting to note that after correction for closure, the plot of AKCff versus da/dN closely
parallels the AKeff versus da/dN curves collected at 10 Hz.
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The effect of prior history and frequency switching was evaluated using the same
specimen, which had been tested for approximately 2 months at 0.2 Hz. After reaching the
threshold at 0.2 Hz, the load was increased to give a crack growth rate of approximately 2
x 105 mm/cycle and the frequency was increased to 2 Hz. Load shedding to threshold was
then repeated at 2 Hz. These data are shown as the squares, labelled test 6, in Fig. 14 and
overlap previous results collected for ASTM A710, labelled Test 4 in Figure 15. The
agreement between the two sets of data suggests that there is no prior history effect
resulting from the test at 0.2 Hz. The results also suggest that frequency shifting from a low
to higher frequency may be an effective method for collecting threshold data at more than
one frequency from a single specimen.

6.1A Frequency Effect

Figure 15 shows a comparison between the data for 10 Hz, 2 Hz and 0.2 Hz
indicating that the threshold stress intensity range increases from 6.5 MPa m1/ 2 for 10 Hz
to 7 MPa m1/ 2 at 2 Hz and 10 MPa m1/ 2 at 0.2 Hz. The largest increase occurred between
2 Hz and 0.2 Hz. After correction for crack closure, similar values of AK.ffth = 4.5 and 5.0
MPa m1/2 were obtained for v = 2 and 0.2 Hz.

6.1.5 Weld Metal

Data for the weld metal tested in air at 10 Hz, before and after correction for crack
closure, are presented in Fig. 16. Values of AKth = 14 MPa m1/2 and AK %,ff t = 9 MPa m/2
were obtained. When the weld metal was tested in ASTM seawater at the free corrosion
potential (Fig. 17) and ASTM seawater at -0.8V SCE (Fig. 18), similar threshold values were
observed. AK., was found to be 11 MPa m1/ 2 at the free corrosion potential and 12.8 MPa
M1/2 (-0.8V SCE) with AKeffth = 4 MPa m1/ 2 (free corrosion potential) and 3.5 MPa mr1 2

(-0.8V SCE). Three attempts were made to test the weld metal in ASTM seawater at -1.0
V SCE. Data from the successfully completed test (test #2), which gave AKth = 14.5 MPa
In1/2 and AKCffth = 4.5 MPa mi1/2, are presented in Fig. 19. [It should be noted that the
initial test failed in the pre-crack when the crack deviated out of plane and no longer
complied with ASTM standard E647. This proved to be a common problem for both the
weld metal and HAZ specimens.]

The second attempt to test the weld in ASTM seawater at -1.0 V SCE, labelled test
1 in Figure 20, was conducted on a specimen which was being used to collect impedance
data. Unfortunately the sign convention used for the Solartron 1286 electrochemical
interface was the reverse of that used in the U.S. Hence, the application of -1.0 V SCE
cathodic protection was, in fact, + 1.0 V SCE anodic polarization. Significant corrosion of
the specimen occurred for approximately 10 minutes before this error was corrected. The
test was continued and the results proved interesting. Data for the successful test (#2) and
the corroded specimen (#1) are compared in Fig. 20. The apparent threshold value
increased to 18 MPa m1/2 in test #1 and was attributed to the extensive initial corrosion.
However, when the effects of crack closure were subtracted, AK Iffth for test #1 was 5.5 MPa
m1/2, very close to the value of 4.5 MPa mi1/ 2 for the successful test (#2).
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Data collected for the weld metal in ASTM seawater at -0.8V SCE and -1.0 V SCE,
before and after correction for closure, are shown in Fig. 21. It can be seen that although
similar threshold values are obtained in both cases, the near-threshold propagation rates
below approximately 6 x 10i5 mm/cycle are slightly slower in the specimen tested at -0.8V
SCE than at -1.0 V SCE. This is possibly attributable to hydrogen effects and confirms the
same observation made for ASTM A710 tested in ASTM seawater at -0.8V SCE and -1.0
V SCE but at a lower frequency of 2 Hz.

The 10 Hz data for the weld metal tested in air, ASTM seawater at. the free
corrosion potential, -0.8V SCE and -1.0 V SCE are compared before and after correction
for crack closure in Fig. 22. With the exception of the test conducted in air, which appeared
not to have reached a steady threshold value at da/dN = 6 x 10-7 mm/cycle, the values of
AK.ffth were all in the range 3.5 to 5.5 MPa in 2 .

6.1.6 Comparison Between MIL S-24645 Base and Weld Metals

Before correction for closure, the apparent crack propagation data for the weld metal
in both air and seawater were significantly slower than for MIL S-24645 base metal as
shown in Fig. 23. After correction for closure, the data for the weld metal in ASTM sea-
water and base metal in air were similar, with only the weld metal tested in air exhibiting
a higher AKffth and slower growth" rates (Fig. 23). Data, before and after correction for
crack closure, for the base and weld inetal tested in ASTM seawater at -0.8V SCE and -1.0
V SCE are shown in Fig. 24. Again, the apparent threshold values are higher for the weld
metal than MEL S-24645 base plate. However, after correction for closure the values for
AkIffth are comparable.

6.1.7 MIL S-24645 HAZ

The HAZ microstructures proved extremely difficult to test, with many specimens
either failing during precracking or becoming invalid according to ASTM standard E647.
After an extensive study it was found that although the HAZ appeared to be straight on
both sides of the compact tension specimen, the center of the HAZ was higher on one side
than the other, giving a sloping HAZ for most specimens and making it impossible to
conduct a valid test. Careful metallography revealed that the HAZ had curved as the last
one or two weld beads were deposited. Consequently the conrpact tension blanks had to
be reground to 9.5 mm thickness in order to achieve a straight HAZ oriented 90" to the
applied load.

The data reported in this section are for specimens supplied to us as being notched
in the HAZ. However, the data should be interpreted with caution as subsequent
metallographic examination indicated that the cracks did not keep a constant path in the
HAZ.

Figure 25 shows data, before and after correction for closure, for the HAZ tested in
air at 10 Hz. AKlh was found to be 10 MPa m1/ 2 and AKYffth was 4.5 MPa m1/2. Data
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collected in ASTM seawater at the free corrosion potential are given in Fig. 26 and for
ASTM seawater at -1.0 V SCE in Fig. 27. A high value of AIK, = 19.5 MPa m1 /2 was
obtained at the free corrosion potential compared to 11.5 MPa m"n/2 at -1.0 V SCE. The
values of AK~ffth were 4.0 MPa m1/ 2 (free corrosion potential) and 3.5 MPa Mi/ 2 (-1.0 V
SCE). However, it should be noted that for the test at -1.0 V SCE, it was subsequently
observed that the crack path had deviated beyond the requirements of ASTM standard
E647. A compilation of the data collected for the HAZ in air, seawater at the free
corrosion potential and seawater at -1.0 V SCE is presented in Fig. 28. While the scatter
in the apparent data reflects the difficulties of testing HAZ microstructures, it is interesting
to note that the closure corrected data appear to approach the same apparent threshold.

6.2 Microstructural Studies

6.2.1 MIL S-24645 and ASTM A710 Base Metals

Scanning electron micrographs of polished MIL S-24645 are shown in Figs. 29a - 29c
for the L-T orientation and Figs. 29d, 29e for the L-W orientation. An acicular ferritic
microstructure containing large non-metallic inclusions is observed in Fig. 29a. At higher
magnification and using the backscattered electron detector for atomic number contrast,
regions of lighter contrast resembling precipitates were observed within the grains and at
grain boundaries (Figs 29b, 29c). The lighter contrast suggests that these regions may be
copper or copper-rich. Little difference was observed between the L-T and L-W orienta-
tions (Figs. 29d, 29e).

Similar acicular ferrite microstructures were observed for ASTM A710 (Fig. 30a).
Transmission electron microscopy of ASTM A710 revealed inclusions (Fig. 30b), and copper
precipitation on dislocations in the matrix shown in bright field (Fig, 30c) and dark field
(Fig. 30d). Copper precipitates will also be observed in MIL S-24645 but may be slightly
larger due to the longer tempering time (60 minutes vs 30 minutes in A710) at a higher
tempering temperature (627 vs 598 C).

Fracture surfaces of both MIL S-24645 and ASTM A710 tested in air showed
characteristic oxide markings, shown for ASTM A710 in Fig. 31a. Figure 31b is a fracture
surface of the weld metal in ASTM A710, which has a flatter fracture appearance.

6.2.2 ASTM A710 Tested at 2 Hz

Figures 32a and 32b show the fracture surface of ASTM A710 tested in ASTM
seawater at 2 Hz and reveal extensive corrosion product formation and a rough fracture
surface. In contrast the sample cathodically protected at -0.8V showed virtually no surface
films and a smoother fracture surface (Figs. 33a, 33b - note that these surfaces are protected
by a layer of epoxy resin containing air bubbles). However, when the cathodic protection
was increased to -1.0 V, there appeared to be extensive damage accumulation ahead of the
crack tip and crack branching in the crack wake (Figs. 34a - 34f). These micrographs may
be interpreted with the aid of Fig. 35. It is proposed that at 2 Hz frequency and -1.0 V
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cathodic protection, hydrogen damage accumulated in the highly stressed region ahead of
the crack tip. As the crack propagated, one of these damaged regions began to open up as
a branch - compare Figs. 34c and 35b where the lower branch is the crack path. With con-
tinued cycling the upper crack branch opened and damage continued to accumulate in the
region between the two branches (compare Fig. 35c with Figs. 34c, 34e). As the lower crack
branch propagated, a grain or region of metal became detached and was able to rotate into
the crack forming a wedge of meta!, which could then contribute to crack closure (compare
Figs. 34e, 34f, and 35d). This result is important since it indicates that although significant
damage may be accumulating in the material, the crack was propagating slower than for the
sample tested in air. A sudden overload, however, could lead to rapid propagation of the
crack through the damaged region.' 7' 18

6.2.3 MIL S-24645 Base Metal

Microstructural observations of the specimens tested with increasing load at 0.2 Hz
in ASTM seawater at the free corrosion potential are presented in Figures 36-39. Figure
36 shows the crack tip region along the centerline of test specimen #2. Higher magnifica-
tion photographs of the same region are presented in Figures 37a-37c. Crack branching
becomes extensive in tests #1 and #2 at a crack growth rate of approximately 1 0 4

mm/cycle. Crack propagation occurs around g;ain boundaries, with blunting and stopping
of branches observed in some of the regions where extensive corrosion has occurred.
Higher magnification photographs of specimen #1 are presented in Figures 38 and 39,
clearly showing the formation of corrosion debris in the region at the crack tip. In both
specimens the branch lengths increased towards the crack tip, showing that branching
became more extensive as the load and crack velocity increased. In specimen #2 there
appeared to be a correlation between the average branch length and the angle of the
branch. For example, branches with angles between 10 to 30 degrees from the main crack
were longer, with an average length of 0.17 mm compared to 0.03 mm for cracks with angles
of 40 to 45 degrees from the main crack. Significantly less branching was observed for test
#3, conducted at 0.2 Hz at the free corrosion potential by load shedding down to threshold,
as shown in Figs. 40-42.

Optical micrographs of the fracture path of MIL S-24645 base metal tested at -1.0
V (SCE) in seawater, sectioned through the midplane, polished and etched with 5% Nital,
near the notch and near the crack tip are shown in Figures 43a and 43b, respectively.
Figures 44a and 44b show higher magnitication views of the crack tip region. SEM
micrographs of the fracture path near the crack tip are shown in Figure 45. Crack
propagation around grain boundaries was observed but no corrosion products could be
detected.

6.2.4 MIL S-24645 Weld Metal

Crack profiles for the weld metal tested in air at 10 Hz are presented in Figs. 46-48.
They can be compared with crack profiles for the weld metal tested in ASTM seawater at
the free corrosion potential at 10 Hz (Figs. 49-51) and for the weld tested in ASTM

1,A-116



seawater at -1.0 V (SCE) (Figs. 52-55) at 10 Hz. In all three cases the crack paths are
straight and voids were observed opening up at non-metallic inclusions, some of which were
less than 1 Asm in size. Energy dispersive X-ray analysis showed that the inclusions were
predominantly manganese alumino silicates (Fig. 56) incorporated from the flux. After
completion of the test in ASTM seawater at -1.0 V SCE, the specimen fracture surface was
shiny and no corrosion products were observed. Figures 52a and 52b show optical
micrographs of the fracture path of the specimen tested at -1.0 V (SCE) in seawater,
sectioned through the midplane, -,olished and etched with 5% Nital, near the notch and near
the crack tip, respectively. Tue fracture path near the crack tip is shown in the SEM
micrographs in Figures 53a and 53b. The overall fracture path was smooth. Cracking
around grain boundaries was observed and a large number of particles could be seen within
the crack as shown in the SEM micrygraph in Figure 54. Figure 55a shows an SEM
micrograph of cracking around grain boundaries at a higher magnification in the region
close to the crack tip. Figure 55b shows a higher magnification view of particles observed
in the mid-region of the crack. These particles were observed at many places along the crack
length and were found to be metal pieces, approximately 5 - 10 Am in size, rather than
corrosion products. No calcareous deposits were identified by energy dispersive
spectroscopy.

6.2.5 MIL S-24645 "HAT"

The fracture path at the center of a specimen, supplied to us as notched in the HAZ,
after testing at 10 Hz in ASTM seawater at the free corrosion potential is shown in Figures
57a (near the notch) and 57b.(near the crack tip). The weld metal, H-A.ZL and base metal
are clearly visible and the crack path was found to be straight. Figures 58a-d show the
microstructures of the base metal, the HAZ, the weld and the transition region between the
weld and HAZ. The base plate consisted of ferrite grains, approximately 5 Jim in size with
what appear to be very fine pearlitic regions at the grain boundaries. A bainitic
microstructure with a grain size of approximately 50 Am is observed in the HAZ and
adjacent to the weld.

Microhardness readings taken on the specimen corresponding to Figure 57a (near the
notch) and Figure 57b (near the crack tip) are given in Tables VIa and VIIb. These data
are plotted in Figures 59a and 59b. The hardness values in the base plate, HAZ and weld
regions were found to be approximately the same along the length of the specimen.

It is clear from Figures 57a and 57b that the fracture path of this specimen did not
lie in the HAZ. i nis was true for both sides of the specimen. Consequently, the remaining
specil,,..s supplied to us as notched in the HAZ were polished and etched and it was found
that the notches in these specimens were also not exactly in the HAZ. It is, therefore,
essential to polish and etch the specimen blanks prior to machining so that the notch can
be accurately positioned in the HAZ.

For th" test r( oorted above, the width of the HAZ varied slightly along the length
of the specime,- and its distance from the fracture path was greater near the crack tip. A
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schematic of the width of the HAZ and its distance from the fracture path (near the notch
and near the crack tip) as obtained from the microhardness data is given in Figs. 60a and
60b, respectively.

Figure 61 shows SEM micrographs of the fracture path and a large number of parti-
cles could be seen within the crack. These particles were less than 5 Am in size and did not
charge under the electron beam, suggesting that they may be metal grains rather than
corrosion products. Higher magnification SEM micrographs from the area near the crack
tip are shown in Figures 62a-c.

6.3 Polarization Curves

6.3.1 Test Series I

Potentiodynamic polarization data were collected according to ASTM standard G5-82
for ASTM A710, MIL S-24645 and a 1018 steel in the first series of tests. A second series
of tests was later performed using MIL S-24645 base metal, weld metal and the HAZ
regicn. Figure 63a shows the polarization curves for ASTM A710 (cylindrical sample) and
MIL S-24645 (flat sample) steels in aerated ASTM seawater, pH = 8.2, at 20TC. These data
were obtained from a single specimen, by scanning positively from -1600 mV at a rate of
0.17 mV s1. The free corrosion potentials, corrosion currents and polarization resistances
were determined respectively as: -560 mV (MIL S-24645) and -460 mV (ASTM A710); 5.0
A' A cm-2 (MIL S-24645) and 12.7 A A cm-2 (ASTM A710); 8.83 k ohms cm-2 (MIL S-24645)
and 1.9 K ohms cm"2 (ASTM A710). Figure 63b compares the behavior of MIL S-24645 and
ASTM A710 in deaerated ASTM seawater, collected under the same conditions as Fig. 63a.
The free corrosion potential is now reduced to -736 mV (MIL S-24645) and -763 mV
(ASTM A710). Since it is highly probable that the environment at the crack tip may
become deaerated, then a potential more negative than -763V is required to adequately
protect these steels.

Additional tests were conducted on ASTM A710 and 1018 steels to investigate the
effect of testing conditions on the polarization curves. Figure 63c shows data collected using
two cylindrical specimens, where the specimens were held in seawater for 1.5 hours to allow
the free corrosion potential to stabilize, then scanned either positively or negatively from
Ecof at 0.17 mV s". Under these conditions the free corrosion potential for ASTM A710
in seawater is reduced to -680 mV and is slightly more positive than that for 1018 carbon
steel. Data for all the polarization curves is summarized in Table VIII.

'[he effect of oxygen in the seawater is shown for ASTM A710 in Fig. 63d. At
potentials more positive than the free corrosion potential, the anodic reaction Fe = Fe2 1

+ 2e occurs in both aerated and deaerated seawater. For cathodic potentials, oxygen
diffusion control by the reaction 02 + 2H20 + 4e = 40H occurs in the range Eof, to
approximately -1000 mV, below which hydrogen evolution, 2H 20 + 2e = H 2 + 20H- is the
dominant mechanism. When tests are carried out in deaerated seawater, oxygen is no
longer available for diffusion and hydrogen evolution will occur at all cathodic potentials.
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The presence of hydrogen and hydroxyl ions at cathodic potentials can result in two
mechanisms influencing corrosion fatigue crack propagation in seawater: (1) hydrogen
embrittlement due to interaction of the hydrogen with the stress field at the tip of the crack,
and (2) calcareous deposit formation, contributing to crack closure, by the build-up of
Mg(OH) 2 and CaCO3 deposits in the crack. It should be noted that calcareous deposits
have not yet been identified in the corrosion fatigue specimens tested in ASTM seawater
at -1.0 V (SCE) cathodic protection.

6.3.2 Test Series II

Polarization curves for MIL S-24645 base, weld and HAZ regions collected for an
air saturated solution by holding the metal at the open circuit potential (OCP) for 30
minutes prior to scanning positively at 1 mV s1 from 250 mV SCE below the corrosion
potential are shown in Fig. 64. Corrosion potentials of -928 mV SCE (base), -793 mV SCE
(weld) and -567 mV SCE (HAZ) were determined, clearly showing that the HAZ
microstructure is most susceptible to corrosion. Data for the base, weld and HAZ collected
in argon deaerated ASTM seawater with a 30 minute hold at the open circuit potential are
shown in Figure 65. Similar values for the corrosion potential were obtained for the base
metal (-792 mV SCE), weld metal (-798 mV SCE) and HAZ (-779 mV SCE). Figure 66
presents data for the weld and HAZ metals collected in argon deaerated ASTM seawater
with a 10 minute reduction at -1500mV SCE prior to scanning positively at 1 mV s- In this
case the corrosion potential for the weld was -891 mV SCE and for the HAZ was -907 mV
SCE. Figures 67-69 compare data in air and argon saturated solutions with a 30 minute
hold at the open circuit potential for base metal, weld metal and HAZ, respectively. A
summary of the corrosion data, which includes the corrosion potential, corrosion current and
polarization resistance, is presented in Table VIII.

6.4 Impedance Measurements

Preliminary AC impedance data have been collected from the weld metal tested at
10 Hz in ASTM seawater at -1.0 V SCE as a function of crack growth. The application of
impedance methods to cracked structures is complex, in its infancy, and interpretation of the
data is expected to be a controversial and challenging field. It appears, from the changes
in impedance between the beginning and the end of the test, that the models required to
interpret the data collected at the initial and final crack lengths may be different. The
models currently being considered include (1) a single time constant corrosion impeednce
model; (2) a crack corrosion impedance model; (3) a painted surface corrosion impedance
model; (4) a pit corrosion impedance model; and (5) a two time constant impedance model.
The equations and methodologies show that several of these models do not fit the data well
and it appears that models incorporating two or more time constants will be necessary to
interpret our data. At this stage we have only collected sufficient exploratory data to
indicate that the impedance method merits further investigation. Our data have been
collected in collaboration with Dr. John Fildes of the Basic Industry Research Laboratory
(BIRL), Northwestern University, who is assisting us with our model development and
interpretation.
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6.5 Accelerated Test Procedures

6.5.1 Frequency Shifting

An interesting result emerged from the tests conducted at 10 Hz, 2 Hz and 0.2 Hz
on MIL S-24645 and ASTM A710 base metals. Although decreasing the frequency of the
tests conducted in ASTM seawater at the free corrosion potential appeared to shift AKth to
higher values (6.5 MPa mr 2 - 10 Hz; 7.0 MPa M1n2 - 2 Hz; and 8.5 MPa M11 2- 0.2 Hz), after
correction for closure the AkIffrh values were very similar (4.5 MPa m1 /2). This suggested
that if design criteria were based on the values of AkIfflth, it may be possible to collect
appropriate design data from tests at 10 Hz. However, more data collection is required at
0.2 Hz, particularly for the weld and HAZ materials, to confirm this hypothesis.

Shifting the frequency by load shedding at 0.2 Hz to threshold, then increasing the
load and load shedding to threshold at 2 Hz has been shown to satisfactorily reproduce data
collected at 2 Hz. Frequency shifting when accompanied by a load increase, therefore,
appeared to be a promising method for accelerating the collection of near-threshold
corrosion fatigue crack propagation data.

Further tests were conducted on MIL S-24645 base metal tested in ASTM seawater
at -1.0 V (SCE). Figure 70 shows the first experiment in which the load was shed at 0.2 Hz
giving threshold values of AKth = 16 MPa m'12 and AKIff = 5.6 MPa m1/ 2 for da/dN = 106
mm/cycle. These values can be compared with AKIh = 11.5 MPa m1/ 2 and AKiff = 5.0 MPa
mi1 2 for the test conducted at 10 Hz and -1.0 V (SCE). Hence, the apparent threshold has
again shifted to higher values at the lower frequency (0.2 Hz) but the effective threshold
values are similar. Once the threshold had been reached, closure built up very rapidly and
negative crack growth rates were recorded. At this point the frequency was shifted to 10
Hz with no change in load. Figure 71 shows that the crack growth rate immediately
increased to 10-5 mm/cycle and then load shedding proceeded to threshold values of AKth
= 16 MPa m1/2 and AKff = 12 MPa m1/ 2 at da/dN = 108 mm/cycle. It is interesting to
note that a much higher effective stress intensity range (AK~ff = 12 MPa m1/ 2) was recorded
than that (AKff = 5 MPa M1/ 2) for the test conducted at 10 Hz and -1.0 V (SCE) with no
frequency shifting.

At this point the frequency was shifted to 0.2 Hz (experiment #3), but the crack
appeared to fill and the program gave negative crack growth rates. To collect additional
data the load was then increased by 10% and shed to threshold at 0.2 Hz. Figure 72 shows
that the applied AKth now increased to 19 MPa m1/ 2 giving an initial crack growth rate of
10"4 mm/cycle. The effective threshold decreased to 10 MPa Mi1/ 2, when the closure load
overlapped the reference window. When this problem had been corrected the effective
stress intensity range decreased to 5.5 MPa m1/ 2 at da/dN = 2.5 x 10-7 mm/cycle, agreeing
with the value of AK.f obtained in the first experiment at 0.2 Hz. A comparison of
experiments #1 and #3 is presented in Fig. 73 showing that despite the differences in AKyb
and the experimental problems, similar values of AKaf were ultimately obtained, but that
lower values of da/dN were achieved in experiment #3.
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The frequency was again shifted to 10 Hz with no change in load and the crack
growth rate immediately increased to 10-5 mm/cycle as in experiment #2 (Fig. 74.
Threshold values of AKth = 18 MPa m1/ 2 and AKetf = 10 MPa m1/ 2 were obtained at da/dN
= 1 mm/cycle. It is interesting to note that AK, was initially 5.5 MPa m1/ 2 and then
increased to 9.8 MPa n/ 2 as the crack propagation rate decreased. This is lower than the
value of 12 MPa m1/ 2 obtained the first time the frequency was shifted from 0.2 to 10 Hz
in experiment #2. Experiments #2 and #4 are compared in Fig. 75, where it can be seen
that AKth increased and AK~ff decreased.

For experiments #1 through #4, the tests were first conducted at 0.2 Hz and then
the frequency was shifted to 10 Hz. Experiments #5 and #6 were, therefore, conducted
initially at 10 Hz and then switched to 0.2 Hz at threshold with no change in the load.
Figure 76 shows experiment #5 in which the load was increased then shed to threshold.
Figure 77 shows that experiment #5 directly reproduced the threshold data collected at 10
Hz in experiment #4. After reaching the threshold at 10 Hz, the frequency was then shifted
to 0.2 Hz with no change in load. The crack growth rate again increased to 2 x 10-4
mm/cycle, as shown in Fig. 78, and threshold values of AKth = 16 MPa m1 / 2 and A =
6.5 MPa mr/2 were subsequently obtained at da/dN = 8 x 10s mm/cycle.

The results of these experiments indicate that frequency shifting appears to reproduce
the results of tests conducted at a single frequency when the frequency is switched from a
high value (10 Hz) to a lower value (0.2 Hz) at threshold without changing the applied load.
However, when tests are conducted initially at the low frequency (0.2 Hz), switching to a
higher frequency (10 Hz) at threshold with no increase in load gives values of both ,YKth and
AKff that are significantly higher than the values obtained in a single test conducted at 10
Hz and -1.0 V (SCE).

6.5.2 Partial Hydrogen Embrittlement

Preliminary data collected by the partial hydrogen embrittlement technique indicates
that this is an extremely promising method for accelerating the collection of near-threshold
corrosion fatigue crack propagation data. Figure 79 shows typical crack growth data
collected for AK = 10 and 9 MPa m1/ 2. The initial portion of each curve represents the
crack growth data collected while the specimen was being cathodically charged with
hydrogen. As the DCB specimen is a constant K specimen, da/dN will reach a constant
value for a given AK. Values of da/dN = 1.82 x 1 0 -4 and 1.64 x 1 0 4 mm/cycle for AK = 10
and 9 MPa m1/2, respectively, were obtained under hydrogen charging. Once a constant
value of da/dN had been established, the arsenite solution was drained from the chamber
and the crack growth rate decreased as the hydrogen diffused out of the specimen and the
crack propagated into unembrittled material. (Note: the specimen could be briefly heated
with a hot air blower to accelerate this process if necessary.) Figure 79 clearly shows that
as the crack length increased, the crack growth rate decreased to a constant value
characteristic of the applied AK in air. These values were 3.33 x 10- and 4.25 x 10,
mrm/cycle for AK = 10 and 9 MPa m1/2, respectively. The data collected for AK = 9 MPa
mi/n took approximately 6 hours with hydrogen charging being conducted overnight. Figure
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80 compares the experimental crack propagation rates with those measured during a
conventional load shedding test showing that excellent agreement was obtained considering
that the test technique is far from optimized. Further data collection is in progress to
collect threshold data at lower values of AK. It would appear from the above experiment
that it should be possible to identify the threshold within 5 days at 10 Hz compared to 7 -
10 days in a conventional load shedding test. Significantly greater time savings are expected
for the tests conducted at 0.2 Hz.

7. CONCLUSIONS

1. With the exception of the weld metal tested in air at 10 Hz, the effective threshold
stress intensity range, AKý, th, determined after correction for crack closure, lay in the
range 3.5 to 5.5 MPa m;ý for all the tests conducted to date, irrespective of fre-
quency or test conditions.

2. Reducing the frequency was found to increase the apparent threshold stress intensity
range, AKth, for tests in seawater, from 6.5 MPa m1/2 at 10 Hz to 8.5 - 9.5 MPa M1/2

at 0.2 Hz.

3. The apparent stress intensity range, AKth, also increased for the weld metal and
HAZ, compared to MIL S-24645 base metal at 10 Hz. However, similar values of
AKIftth were obtained.

4. These results suggest that, if design is based on a minimum value of AKffth, it may

be possible to collect data at 10 Hz, rather than by long term tests at 0.2 Hz.

5. Further tests are required at 0.2 Hz to substantiate this hypothesis.

6. The experimental program has shown that crack growth rates approaching 10-7

mm/cycle are required for an adequate determination of the threshold stress
intensity range.

7. The application of -1.0 V SCE cathodic protection resulted in metal wedges,
approximately one to two grains in size, being produced in the wake of the crack and
contributing to crack closure. The damage mechanism was attributed to hydrogen
embrittlement.

8. Calcareous deposits have not been detected in specimens tested with -1.0 V SCE.

9. Comparable threshold stress intensity ranges but slightly slower near-threshold crack
propagation rates were observed in specimens tested at -0.8 V SCE compared to
those tested at -1.0 V SCE.
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10. Extensive corrosion of the specimen prior to test (by anodic polarization) significantly
increased the apparent threshold stress intensity range, but gave only a small change
in the effective threshold stress intensity range.

11. Shifting the frequency from 0.2 to 2 Hz with an accompanying increase in load at
threshold adequately reproduced data collected at 2 Hz for the base metal in
seawater.

12. Frequency shifting in the threshold regime is dependent on prior history. Load
shedding to threshold at 10 Hz and then shifting the frequency to 0.2 Hz with no
accompanying load change adequately reproduced data from individual tests at 10
and 0.2 Hz. Conversely, load shedding to threshold at 0.2 Hz and then shifting the
frequency to 10 Hz with no accompanying load change gave higher values of AK~h and
AKrf than observed in an individual test at 10 Hz.

13. A new method, partial hydrogen embrittlement, has been identified as a potential
method for accelerating the collection of threshold data by at least a factor of two,
compared to both conventional load shedding and "increasing R-ratio" tests.

14. Polarization data have been collected for MIL S-24645 base metal, weld metal and
HAZ and for ASTM A710 and the corrosion potentials, corrosion currents and
polarization resistances identified for specific experimental conditions.

15. Base metal, weld metal and HAZ microstructures have been characterized and
fracture paths/surfaces observed after threshold has been reached. Corrosion
products contribute to closure in samples tested at the free corrosion potential, metal
wedges in the specimens tested at -1.0 V SCE. Cracks, associated with the fine
distribution of inclusions, were observed in the weld metal.

16. Testing the weld and HAZ microstructures has proved to be difficult due to the
presence of residual stresses in the non-stress relieved welds. Accurately positioning
the notches in the HAZ was found to be extremely difficult until it was recognized
that the HAZ's supplied were not straight. Thinner specimen geometries were
machined to correct this problem.

17. A system for collection of impedance data during crack propagation has been estab-
lished, data is currently being collected and impedance models are being tested.

18. Seventy-five percent of the original corrosion fatigue crack propagation test matrix
has been completed. In addition, polarization data has been collected for base
metal, weld metal and HAZ microstructures. The microstructures of the test
specimens have been characterized and an exploratory impedance system has been
established. Additional tests are now urgently needed to support the accelerated
test methodologies described above.
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8. FUTURE RESEARCH

The most significant result to arise from this program, once the base-line near-
threshold crack propagation data had been collected, was the development of the partial
hydrogen embrittlement method to accelerate the collection of near-threshold data. This
method merits immediate exploration as a generic method applicable to base metal, weld
and HAZ structures in air, ASTM seawater at the free corrosion potential and ASTM
seawater with cathodic protection. Investigation of different environments presents no
problem as the hydrogen charging bath can be removed, the specimen heated if necessary
and then the test continued in the environment of choice. Once demonstrated, this method
will have wider application than ferrous materials and could be proposed for development
as an ASTM standard.
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WORK PLAN

TABLE I: Matrix of Proposed Tests

Specimen frequency air seawater seawater 4 C 4 C
-1.0 V -0.8V -1.0

V
(HZ) SCE

MIL S-24645 10 - -
ASTM A710" 2 - - - N
MIL S-24645 X N - - N N N
Weld Metal 10 - N N
Weld Metal 2 or X - N N N

HAZ 10 - - N N N
HAZ 2 or X - - N N N

Base DH36 10 .... N N N
Base DH36 2 or X 0 0 0 N N N

Base Grade E 2 or X o 0 0 N N N

"equivalent to MIL S-24645; X = 0.2 Hz; - = tests required; N = not required;
0 = optional, lower priority
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WORK PLAN

TABLE II: Matrix of Completed Tests

Specimen frequency air seawater seawater 4 C 4 C
-1.0 V -0.8V -1.0

V
(HZ) SCE

MIL S-24645 10 x x x x x -

ASTM A710" 2 x x x x x N
MIL S-24645 0.2 N x3A x N N N
Weld Metal 10 x x x3A x N N
Weld Metal 0.2 - - - N N N

HAZ 10 x x3A x3A N N N
HAZ 0.2 - - - N N N

Base DH36 10 - - N N N
Base DH36 0.2 0 0 0 N N N

Base Grade E 0.2 0 0 0 N N N

"equivalent to MIL S-24645; x = tested; - = proposed test; N not required;
0 = optional, lower priority; A = test attempted (3A = 3 attempts)
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TABLE III: Summary of Test Results

Specimen Condition Frequency AK1h AKtf,fth Comments
(Hz) Range Range

(MPa m1 /2) (MPa mi1 2)

Mil-S 24645 Air 10 10.0
Mil-S 24645 Air 10 7.5 5.5
Mil-S 24645 Seawater 10 6.5 -
Mil-S 24645 Seawater,-0.8V 10 6.5
Mil-S 24645 Seawater,-1.0 V 10 6.5 -
Mil-S 24645 Seawater,-1.0 V 10 11.5 5.0
Mil-S 24645 Seawater,-1.0 V 10 16.0 12.0#2
Mil-S 24645 Seawater,-1.0 V 10 18.0 9.8 4_1

ASTM A710 Air 2.0 6.0 -
ASTM A710 Seawater 2.0 7.0 4.5
ASTM A710 Seawatev,-0.8v 2.0 11.0
ASTM A710 Seawater,-1.0v 2.0 11.0

Miu-S 24645 Seawater .0.2 7.0 - A
Mil-S 24645 Seawater 0.2 8.5 5.0 crack stopped
Miu-S 24645 Seawater 0.2 9.5 4.5 load increased
Mil-S 24645 Seawater,-1.0 V 0.2 16.0 5.6*1
MiI-S 24645 Seawater,-1.0 V 0.2 19.0 5.5*3

MI-S 24645 Seawater,-1.0 V 0.2 16.0 6.5#6

Weld Air 10 14.0 9.0
Weld Seawater 10 11.0 4.0
Weld Seawater,-0.8v 10 12.0 3.5
Weld Seawater,-1.Ov 10 14.5 4.5
Weld Seawater,-1.0v 10 18.0 5.5 e x t e n s i v e

corrosion
before cathodic
protection

HAZ Air 10 10.0 4.5
HAZ Seawater 10 19.5 4.0
HAZ Seawater,-1.0v 10 11.5 3.5 crack path did

not meet ASIM
requirements

A --- load increasing test. All other tests load shedding. *'Frequency shifting experiment
#1.

A-28



TABLE IV: Compositions of Steels

Material C Mn P S Cu Si Ni Cr Mo V "1 Al Cb Sb As

MIL S-24645 .05 .50 .01 .002 1.17 .35 1.00 .72 .23 .003 .005 .018 .032 .003 .004
ASTM A710 .04 .58 .01 .004 1.18 .28 .76 .85 .21 - - - .042 - -

TABLE V: Mechanical Properties of Steels

Material Oy (ksi) Ours (ksi) %e %RA Impact Properties
TyMe T(F) ft. lbs

MIL S-24645" TX 83 TX 92 36 67.8 TX 0 176
Class 3 BX 80 BX 89 26 81.0 BX 0 231

TL 0 204
BL 0 250
TX -120 133
BX -120 159

ASTM A710÷ 89 101 35 77.0 -80 50
Class 3

"austenitized at 1660 F (904 C) for 108 minutes, water quenched, precipitation hardened at
1160 F (627 C) for 62 minutes and water quenched.
+ austenitized at 1650 F (899 C) for 30 minutes, water quenched, precipitation hardened at
1100 F (598 C) for 30 minutes and furnace cooled.
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TABLE VI: SUBSTITUTE OCEAN WATER PREPARATION ACCORDING TO

ASTM STANDARD D1141-90

Prepare Solution 1 and Solution 2 as follows:

Stock Solution 1:

MgCl2"6H20 555.6 g/l
CaCl2 (anhydrous) 57.9 g/l
SrCI2"6H20 2.1 g/l

Stock Solution 2:

KCI 69.5 g/l
NaHCO3  20.1 g/l
KBr 10.0 g/l
H3BO3  2.7 g/l
NaF 0.3 g/l

Dissolve

NaCI 245.34 g/l
Na2SO 4 (anhydrous) 40.94 g/l

in 8-9 liters solution using deionized water. Then add slowly'with vigorous stirring

200 ml of stock solution 1
100 ml of stock solution 2

Dilute to 10 liters. Adjust the pH value to 8.2 using 0.1N NaOH. Prepare the solution and
adjust the pH immediately prior to use.

The final chemical composition of the substitute ocean water will be:

NaCI 24.53 g/l
MgCI2  5.20 g/l
Na2SO 4  4.09 g/l
CaCI2  1.16 g/l
KCI 0.695 g/l
NaHCO3  0.201 g/l
KBr 0.101 g/l
H3B0 3  0.027 g/l
SrCl2  0.025 g/l
NaF 0.003 g/l

Chlorinity = 19.38; pH = 8.2
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Table VII. Microhardness Data of MIL S-24645 Steel Tested at 10 Hz in Seawater Near
Notch and Crack Tip.

MICROHARDNESS DATA - NEAR NOTCH MICROHARDNESS DATA - NEAR CRACK TIP

Load - 50 kg Mag: 40 X Load - 50 kg Mag: 40 X

Distance HV Avg.HV Distance HV Avg.HV

(mm) (mm)

BASE 0.00 161.00 BASE 0.00 157.65
METAL 0.50 161.00 METAL M.50 159.70

0.75 160.35 0.75 165.15
1.00 168.70

CRACK 1.00 159.70

CRACK 1.13 162.30 1.25 161.10

1.25 161.40 1.50 159.70
1.50 165.10 2.00 159.25
2.00 160.30 2.50 151.45
2.50 160.50 3.00 163.70

HAZ 2.70 188.95 HAZ 3.15 180.00
2.75 184.10 3.25 195.10
2.85 215.40 192.55 3.50 200.80 193.30
2.95 197.50 3.60 201.60
3.00 189.30 3.70 188.95
3.25 180.05

WELD 3.50 159.65 WELD 4.00 169.30

3.75 169.50 4.50 170.55
4.00 173.80 172.10 5.00 173.80 175.70
4.50 178.40 5.50 181.70
6.00 179.15 6.00 183.15
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TABLE VIII: Summary of Data from the Polarization Curves

Specimen Condition Scan rate ECW lem R2
mV s-1 (mV) (A) K flcm 2

Test Series I

MIL S-24645 Aerated flat 0.17" -560 5.0 8.8
ASTM A710 Aerated cylinder 0.17" -460 12.7 1.9

MIL S-24645 Deaerated flat 0.17* -736 9.2 2.9
ASTM A710 Deaerated cylinder 0.17" -763 - -

ASTM A710 Aerated cylinder 0.17" -637 11.4 1.9
1018 Aerated cylinder 0.17"" -738 11.5 3.0

ASTM A710 Deaerated cylinder 0.17"" -739 4.0 7.0

Test Series II

Aerated with 30 minute hold OCP

MIL S-24645 Base Metal flat 1.0 -928 14.0 4.4
MIL S-24645 Weld Metal flat 1.0 -793 17.0 1.2
MIL S-24645 HAZ flat 1.0 -567 20.1 1.3

Argon Deaerated with 30 minute hold OCP

MIL S-24645 Base Metal flat 1.0 -792 4.1 6.3
MIL S-24645 Weld Metal flat 1.0 -798 4.4 5.8
MIL S-24645 HAZ flat 1.0 -779 4.1 6.6

Argon Deaerated with 10 minute reduction at -1500 mV SCE

MEL S-24645 Weld Metal flat 1.0 -891 13.9 2.9
MIL S-24645 HAZ flat 1.0 -907 22.6 2.7

"Scanned positively from -1500 mV; "Held for 1.5 h in seawater prior to scan.
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FIGURES

Figure 1. Plot of a/W versus normalized compliance.

Figure 2. Plot of BEC versus a/W.

Figure 3. Schematic diagram of DC electrical potential crack monitoring system.

Figure 4. DCB specimen geometry.

Figure 5. A comparison of near-threshold crack propagation rates in MIL-S24645 base
metal tested in air at 22 C, R = 0.1, before and after correcting for crack closure.

Figure 6. A comparison of near-threshold crack propagation rates in MIL-S24645 base
metal tested in air at 22 C, R = 0.1.

Figure 7. A comparison of near-threshold crack propagation data for MIL S-24645 tested
at 10 Hz, R = 0.1, in air, seawater at the free corrosion potential and seawater at -1.0 V
SCE.

Figure 8. A comparison of the near-threshold regime for MIL S-24645 tested at 10 Hz, R
= 0.1, in seawater at the free corrosion potential, -0.8V SCE and -1.0 V SCE cathodic
protection.

Figure 9. Near-threshold corrosion fatigue crack propagation data, before (closed symbols)
and after (open symbols) correction for crack closure for MIL S-24645 base metal tested in
air and seawater at -1.0 V SCE.

Figure 10. Near-threshold corrosion fatigue crack propagation data for ASTM A710 steel
in air, and in ASTM seawater at the free corrosion potential, before and after correction
for crack closure. 2 Hz, 25 C, R = 0.1.

Figure 11. A comparison of the near-threshold fatigue crack propagation data for ASTM
A710 in ASTM seawater at the free corrosion potential before and after correction for crack
closure; and in ASTM seawater at cathodic protection levels of -0.8V SCE and -1.0 V SCE
before correction for crack closure.

Figure 12. Near-threshold corrosion fatigue crack propagation data collected in air, 22 C,
R = 0.1, v = 0.2 Hz. Tests 1 and 2 load increasing, test 3 load shedding.

Figure 13. Near-threshold corrosion fatigue crack propagation data; before and after
correction for crack closure, for MIL S-24645 tested in ASTM seawater at the free corrosion
potential, R = 0.1, 22 C, v = 0.2 Hz. (Test #3)
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Figure 14. Effect of increasing AK to 15 Mpa mi/ 2 and v to 2.0 Hz then load shedding to
threshold (test #6) after completing test #3 at 0.2 Hz on the same specimen. ASTM
seawater at the free corrosion potential, R = 0.1, 22 C.

Figure 15. A comparison of the near-threshold corrosion fatigue data for MIL S-24645
tested in ASTM seawater at the free corrosion potential and frequencies of 10, 2 and 0.2
Hz.
R = 0.1, 22 C.

Figure 16. Near-threshold fatigue crack propagation data, before and after correction for
closure, for the weld metal tested in air, v = 10 Hz, R = 0.1, 22 C.

Figure 17. Near-threshold fatigue crack propagation data, before and after correction for
closure, for the weld metal tested in ASTM seawater, 10 Hz, R = 0.1, 22 C.

Figure 18. Near-threshold fatigue crack propagation data, before and after correction for
closure, for the weld metal tested in ASTM seawater at -0.8V SCE, 10 Hz, R = 0.1, 22 C.

Figure 19. Near threshold fatigue crack propagation data, before and after correction for
closure, for the weld metal tested in ASTM seawater at -1.0 V SCE, 10 Hz, R = 0.1, 22 C.

Figure 20. A comparison of near-threshold propagation data between test #1, weld metal
anodically polarized to + 1.0 V SCE for 10 minutes prior to testing at -1.0 V SCE, and test
#2, weld metal protected with -1.0 V SCE, in ASTM seawater, before and after correction
for crack closure. 10 Hz, R = 0.1, 22 C.

Figure 21. Comparison between the near-threshold fat;gue crack propagation data, before
and after correction for closure, for the weld metal tested in ASTM seawater at -0.8V SCE
and -1.0 V SCE. 10 Hz, R = 0.1, 22 C.

Figure 22. Comparison between the near-threshold fatigue crack propagation data, bxore
and after correction for closure, for the weld metal tested in air, ASTM seawater at the
free corrosion potential, and ASTM seawater at -0.8V SCE and -1.0 V SCE. Ir H1z, R =
0.1, 22 C.

Figure 23. Comparison between the near-threshold crack propagation data, before and after
correction for closure for MIL S-24645 base and weld metals in air and ASTM seawater at
the free corrosion potential. 10 Hz, R = 0.1, 22 C.

Figure 24. Comparison between the near-threshold crack propagation data, before and after
correction for closure for MIL S-24645 base and weld metal' :n ASTM seawater at -0.8V
SCE and -1.0 V SCE. 10 Hz, R = 0.1, 22 C.

Figure 25. Near-threshold fatigue crack propagation data, before and after correction for
closure, for MIL S-24645 "HAZ" tested in air, v = 10 Hz, R = 0.1, 22 C.
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Figure 26. Near-threshold fatigue crack propagation data, before and after correction for
closure, for the MIL S-24645 "HAZ" tested in ASTM seawater, 10 Hz, R = 0.1, 22 C.

Figure 27. Near threshold fatigue crack propagation data, before and after correction for
closure, for MIL S-24645 "HAZ" tested in ASTM seawater at -1.0 V SCE, 10 Hz, R = 0.1,
22C.

Figure 28. Comparison between the near-threshold fatigue crack propagation data, before
and after correction for closure, for MIL S-24645 "HAZ" tested in air, ASTM seawater at
the free corrosion potential, and A.TM seawater at -1.0 V SCE. 10 Hz, R = 0.1, 22 C.

Figures 29a-29c. Scanning electron micrographs for the LT orientation of polished
MIL S-24645.

Figures 29d, 29e. Scanning electron micrographs for the LW orientation of polished
MIL S-24645.

Figure 30. ASTM A710
(a) optical micrograph showing acicular ferrite microstructure
(b)-(d) transmission electron micrographs showing (b) inclusion;
(c) copper precipitation on dislocations (bright field)
(d) copper precipitation on dislocations (dark field)

Figure 31. Fracture surfaces of ASTM A710 (left) and ASTM A710 weld metal (right)
tested in air.

Figures 32a, 32b. SEM micrographs of fracture surfaces of ASTM A710 tested in ASTM
seawater at 2 Hz showing extensive corrosion product and a rough fracture surface.

Figures 33a, 33b. SEM micrographs of ASTM A710 tested in ASTm seawater at -0.8V SCE
showing no corrosion product and smooth fracture surface. Note: the specimen surface is
covered with a layer of epoxy containing air bubbles.

Figures 34a-34f. SEM micrographs of ASTM A710 tested in seawater at -1.0 V SCE.
(a) crack profile
(b) damage ahead of crack tip
(c) crack branch
(d) cracks opening up around grain boundaries
(e) metal grain in crack tip
(f) metal wedges in the crack wake.
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Figure 35. Schematic representation of crack propagation in ASTM A710 tested in ASTM
seawater at -1.0 V SCE.

(a) damage accumulation ahead of crack tip
(b) development of upper crack (A) and main branch (B) by cracking along
grain boundaries
(c) extension of both cracks (AB), movement of metal wedge and damage
accumulation at C
(d) crack extension at C and metal wedge contributing to crack closure.

Figure 36. Crack profile of MIL S-24645 Base metal tested in ASTM seawater at the free
corrosion potential at 0.2 Hz under load increasing conditions (test #2).

Figure 37. Higher magnification views of MIL S-24645 tested in ASTM seawater at the free
corrosion potential at 0.2 Hz under load increasing conditions (test #2).

Figure 37 continued. Higher magnification views of MIL S-24645 tested in ASTM seawater
at the free corrosion potential at 0.2 Hz under load increasing conditions (test #2).

Figure 38. MIL S-24645 tested in ASTM seawater at the free corrosion potential at 0.2 Hz
under load increasing conditions (test #1).

Figure 39. MIL S-24645 tested in ASTM seawater at the free corrosion potential at 0.2 Hz
under load increasing conditions (test #1).

Figure 40. MIL S-24645 tested in ASTM seawater at the free corrosion potential at 0.2 Hz
under load shedding conditions (test #3).

Figure 41. Higher magnification views of MIL S-24645 tested in ASTM seawater at the free
corrosion potential at 0.2 Hz under load shedding conditions (test #3).

Figure 42. Higher magnification views of MIL S-24645 tested in ASTM seawater at the free
corrosion potential at 0.2 Hz under load shedding conditions (test #3).

Figure 43a. Optical Micrographs of the Fracture Path (Near Notch) of MIL-S24645 Steel
Base Metal Tested at 10 Hz at -1.0 V in ASTM Seawater.

Figure 43b. Optical Micrographs of the Fracture Path (Near Crack Tip) of MIL-S24645
Steel Base Metal Tested at 10 Hz at -1.0 V in ASTM Seawater.

Figure 44. Optical Micrographs of the Fracture Path (Near Crack Tip) of MIL-S24645 Steel
Base Metal tested at 10 Hz at -1.0 V in ASTM Seawater (a) 400 X, 5% Nital; (b) 1000 X,
5% Nital.

Figure 45. SEM Micrographs of the Fracture Path of MIL-S24645 Steel Base Metal Tested
at 10 Hz in Seawater at -1.0 V (SCE).
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Figure 46. Crack profile for MIL S-24645 Weld metal tested in air at 10 Hz.

Figure 47. Higher magnification views of the crack profile for MIL S-24645 Weld metal
tested in air at 10 Hz.

Figure 48. Higher magnification views of the crack profile for MIL S-24645 Weld metal
tested in air at 10 Hz.

Figure 49. Crack profile for MIL S-24645 weld metal tested in ASTm seawater at the free
corrosion potential.

Figure 50. Higher magnification views of the crack profile for MIL S-24645 weld metal
tested in ASTM seawater at the free corrosion potential, showing small non-metallic
inclusions.

Figure 51. Higher magnification views of the crack profile for MIL S-24645 weld metal
tested in ASTM seawater at the free corrosion potential, showing small non-metallic
inclusions.

Figure 52a. Optical Micrographs of the Fracture Path (Near Notch) of MIL-S24645 Steel
in the Weld Tested at 10 Hz at -1.0 V in Seawater.

Figure 52b. Optical Micrographs of the Fracture Path (Near Crack Tip) of MIL-S24645
Steel in the Weld Tested at 10 Hz at -1.0 V in Seawater.

Figure 53. SEM Micrographs of the Fracture Path (Near Crack Tip) of MIL-S24645 Steel
in the Weld Tested at 10 Hz at -1.0 V in Seawater (a) 750 X, 5% Nital; (b) 1500 X,
Unetched.

Figure 54. SEM Micrographs of the Fracture Path with Crack Branching and Damage
Accumulation of MIL-S24645 Steel in the Weld Tested at 10 Hz at -1.0 V in Seawater.

Figure 55. SEM Micrographs of the Fracture Path with Crack Branching and Damage
Accumulation of MIL-S24645 Steel in the Weld Tested at 10 Hz at -1.0 V in Seawater (a)
Behind Crack Tip (b) In the Middle Region.

Figure 56. Typical Energy dispersive X-ray analysis of inclusions observed in the weld
metal.

Figure 57a. Optical Micrographs of the Fracture Path (Near Notch) of MIL-S24645 "HAZ"
Tested at 10 Hz in Seawater.

Figure 57b. Optical Micrographs of the Fracture Path (Near Crack Tip) of MIL-S24645
"HAZ" Tested at 10 Hz in Seawater.
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Figure 58. Optical Micrographs of the Different Regions of MIL-S24645 Steel Tested at
10 Hz in Seawater (a) Base Metal; (b) HAZ; (c) Weld; (d) Transition between Weld and
HAZ.

Figure 59a. Hardness Distribution in the Vicinity of the Weld. MIL S-24645 "HAZ" CT
sample near the notch.

Figure 59b. Hardness Distribution in the Vicinity of the Weld. MIL S-24645 "HAZ" CT
sample near the crack tip.

Figure 60. Schematic of the Width of the HAZ and its Distance from the Crack:
(a) Near Notch; (b) Near Crack Tip.

Figure 61. SEM Micrograph of the Fracture Path of MIL-S24645 "HAZ" Tested at 10 Hz
in ASTM Seawater.

Figure 62. SEM Micrograph at High Magnifications of the Fracture Path near the Crack
Tip of MIL-S24645 Steel Tested at 10 Hz in Seawater: (a) 10,000 X; (b) 35,000 X; (c)
50,000 X.

Figure 63. Potentiodynamic polarization curves:
(a) Comparison of data for ASTM A710 (cylindrical) and MIL S-24645 (flat)

steels in aerated ASTM seawater, pH = 8.Z 22 C.
(b) Comparison of data for ASTM A710 (cylindrical) and MIL S-24645 (flat)

steels in deaerated ASTM seawater, pH = 8.2, 22 C.
(c) ASTM A710 and 1018 steel held in ASTM seawater for 1.5 hours prior

to scanning positively or negatively from the free corrosion potential.
(d) Comparison of data for ASTM A710 held in aerated and deaerated ASTM

seawater for 1.5 hours prior to scanning positively or negatively from the
free corrosion potential.

Figure 64. Polarization Curves for MIL S-24645 Base, Weld and HAZ microstructures in
air saturated ASTM seawater, pH = 8.2, 22 C, with a 30 minute hold at the open circuit
potential (OCP) prior to scanning positively from 250 Mv below the corrosion potential.

Figure 65. Polarization Curves for MIL S-24645 Base, Weld and HAZ microstructures in
argon saturated ASTM seawater, Ph = 8.2, 22 C, with a 30 minute hold at tne open circuit
potential (OCP) prior to scanning positively from 250 Mv below the corrosion potential.

Figure 66. Polarization Curves for MIL S-24645 Base, Weld and HAZ haicrostructures in
argon saturated ASTM seawater, Ph = 8.2, 22 C, with a 10 minute reduction at -1500 Mv
SCE prior to scanning positively from 250 Mv below the corrosion potential.
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Figure 67. Comparison of the polarization curves for MIL S-24645 Base metal collected in
air and argon saturated ASTM seawater, Ph = 8.2, 22 C, with a 30 minute hold at the open
circuit potential (OCP) prior to scanning positively from 250 Mv below the corrosion
potential.

Figure 68. Comparison of the polarization curves for MIL S-24645 Weld metal collected
in air and argon saturated ASTM seawater, pH = 8.2, 22 C, with a 30 minute hold at the
open circuit potential (OCP) prior to scanning positively from 250 mV below the corrosion
potential.

Figure 69. Comparison of the polarization curves for MIL S-24645 HAZ collected in air
and argon saturated ASTM seawater, pH = 8.2, 22 C, with a 30 minute hold at the open
circuit potential (OCP) prior to scanning positively from 250 mV below the corrosion
potential.

Figure 70. A comparison of near-threshold crack propagation data, before and after
correction for crack closure, for MIL S-24645 base metal tested in ASTM seawater at -1.0
V (SCE) and at 0.2 Hz, R = 0.1, 22 C.

Figure 71. A comparison of near-threshold crack propagation data, before and after
correction for crack closure, for MIL S-24645 base metal tested in ASTM seawater at -1.0
V (SCE) and at 10.0 Hz, following the test at 0.2 Hz in Fig. 70. R = 0.1, 22 C.

Figure 72. A comparison of near-threshold crack propagation data, before and after
correction for crack closure, for MIL S-24645 base metal tested in ASTM seawater at -1.0
V (SCE) and at 10.0 Hz, R = 0.1, 22 C. Frequency was shifted to 0.2 Hz accompanied by
a load increase following the 10 Hz test shown in Fig. 71.

Figure 73. A comparison of near-threshold crack propagation data, before and after
correction for crack closure, for MIL S-24645 base metal tested in ASTM seawater at -1.0
V (SCE) and at 10.0 Hz, R = 0.1, 22 C. Test #1 conducted initially at 0.2 Hz and test #3,
conducted at 0.2 Hz following the 10 Hz test shown in Fig. 71.

Figure 74. A comparison of near-threshold crack propagation data, before and after
correction for crack closure, for MIL S-24645 base metal tested in ASTM seawater at -1.0
V (SCE) anJ at 10.0 Hz, following test #3 at 0.2 Hz as shown in Fig. 72. R = 0.1, 22 C.

Figure 75. A comparison of the near-threshold crack propagation data for tests #2 and 4,
before and after correction for crack closure, for MIL S-24645 base metal tested in ASTM
seawater at -1.0 V (SCE) and at 10.0 Hz, following prior tests at 0.2 Hz. R = 0.1, 22 C.

Figure 76. A comparison of near-threshold crack propagation data, before and after
correction for crack closure, for MIL S-24645 base metal test #5 in ASTM seawater at -1.0
V (SCE) and at 10.0 Hz. The load was increased and then shed to threshold at 10 Hz
following test #4 at 10 Hz (shown in Fig. 75). R = 0.1, 22 C.
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Figure 77. A comparison of the near-threshold crack propagation data for tests #4 and #5,
before and after correction for crack closure, for MIL S-24645 base metal tested in ASTM
seawater at -1.0 V (SCE) and at 10.0 Hz. R = 0.1, 22 C.

Figure 78. A comparison of near-threshold crack propagation data, before and after
correction for crack closure, for MIL S-24645 base metal tested in ASTM seawater at -1.0
V (SCE) and at 10.0 Hz, R = 0.1, 22 C. Test #5 conducted at 10 Hz and test #6,
conducted at 0.2 Hz with no increase in load following the 10 Hz test shown in Fig. 77.

Figure 79. The effect of hydrogen charging on the crack growth rate for MIL-S24645 base
metal tested at 10 Hz, R = 0.1, with 5N H2SO4 + 0.25 mg/liter AS2C3 solution and in air.

Figure 80. A comparison of the near-threshold crack propagation data for MIL-S 24645
base metal tested at 10 Hz, R = 0.1, in air and in 5N H2SO4 + 0.25 mg/liter As20 3 solution
with an applied current density of 50 mA cm-2.
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Figure 5. A comparison of near-threshold crack propagation rates in ML S-24645 base
metal tested in air at 10 Hz, 22 C, R = 0.1, before and after correcting for crack
closure.
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Figure 6. A comparison of near-threshold crack propagation rates in MIL S-24645 base

metal tested in air at 10 lHz, 22 C, R = 0.1.
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Figure 7. A comparison of near-threshold crack propagation rates in MIL S-24645 base
metal tested at 10 Hz, R = 0.1 in air, seawater at the free corrosion potential
and seawater at -1.OV SCE.
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Figure 9. Near-threshold corrosion fatigue crack propagation data, before (closed symbols)
and after (open symbols) correction for crack closure, for MIL S-24645 base
metal tested in air and seawater at -1.OV SCE.
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Figure 10. New-threshold corrosion fatigue crack propagation data for ASTM A710 base
metal in air and in ASTM seawater at the free corrosion potential, before and
after correction for crack closure. 2 Hz, 22 C, R - 0.1.
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Figure 11. A comparison of the near-threshold fatigue crack propagation data for ASTM
A710 in ASTM seawater at the free corrosion potential before and after correc-
tion for crack closure and in ASTM seawater at cathodic protection levels of
-0.8V SCE and -1.OV SCE before correction for crack closure. 2 Hz, 22 C,
R = 0.1.
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Figure 12. Near-threshold corrosion fatigue crack propagation data collected in air at

0.2 Hz, 22 C, R = 0.1, Tests #1 and #2 load increasing, test #3 load shedding.
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Figure 13. Near-threshold corrosion fatigue crack propagation data, before and after
correction for crack closure, for MIL S-24645 base metal tested in ASTM
seawater at the free corrosion potential, 02. Hz, 22 C, R = 0.1. (Test #3)
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Figure 14. Effect of increasing AK to 15 MPa m1/ 2 and v to 2.0 Hz, then load shedding to
threshold (test #6) after completing test #3 at 0.2 Hz on the same specimen.
ASTM seawater at the free corrosion potential, R - 0.1, 22 C.
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Figure 15. A comparison of the near-threshold corrosion fatigue data for MEL S-24645 base
metal tested in ASTM seawater at the free corrosion potential and frequencies
of 10, 2 and 0.2 Hz. 22 C, R = 0.1.
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Figure 16. Near-threshold fatigue crack propagation data, before and after correction for

closure, for MEL S-24645 weld metal tested in air at 10 Hz, R = 0.1, 22 C.
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Figure 17. Near-threshold fatigue crack propagation data, before and after correction for
closure, for MIL S-24645 weld metal tested in ASTM seawater, 10 Hz, R = 0.1,
22C.
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Figure 18. Near-threshold fatigue crack propagation data, before and after correction for
closure, for MIL S-24645 weld metal tested in ASTM seawatef at -0.SV SCE,
10 Hz, R = 0.1, 22 C.
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Figure 19. Near-threshold fatigue crack propagation data, before and after correction for
dosure, for MIL S-24645 weld metal tested in ASTM seawater at -1.OV SCE,
10 Hz, R - 0.1, 22 C.
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Figure 20. A comparison of near-threshold propagation data from test #1, weld metal
anodically polarized to + 1.OV SCE for 10 minutes prior to testing at -1.OV SCE,
and test #2, weld metal protected with -1.OV SCE, in ASTM seawater, before
and after correction for crack closure. 10 Hz, R = 0.1, 22 C.
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Figure 21. Comparison between the near-threshold fatigue crack propagation data, before
and after correction for closure, for MR, S-24645 weld metal tested in ASTM
seawater at -0.8V SCE and -1.OV SCE. 10 Hz, R = 0.1, 22 C.
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Figure 22. Comparison between the near-threshold fatigue crack propagation data, before
and after correction for closure, for MIL S-24645 weld metal tested in air,
ASTM seawater at the free corrosion potential and ASTM seawater at -0.8V
SCE and -1.OV SCE. 10 Hz, R = 0.1, 22 C.
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Figure 23. Comparison between the near-threshold crack propagation data, before and
after correction for closure, for MIL S-24645 base and weld metals in air and
ASTM seawater at the free corrosion potential. 10 Hz, R = 0.1, 22 C.
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Figure 24. Comparison between the near-threshold crack propagation data, before and
after correction for closure, for MIL S-24645 base and weld metals in ASTM
seawater at -0.8V SCE and -1.OV SCE. 10 Hz, R = 0.1, 22 C.
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Figure 25. Near-threshold fatigue crack propagation data, before and after correction for
closure, for MIL S-24645 HAZ tested in air at 10 Hz, R = 0.1, 22 C.
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Figure 26. Near-threshold fatigue crack propagation data, before and after correction for
closure, for MEL S-24645 HAZ tested in ASTM seawater at 10 Hz, R = 0.1,

22C.
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Figure 27. Near-threshold fatigue crack propagation data, before and after correction for
closure, for MIL S-24645 HAZ tested in ASTM seawater at -1.OV SCE, 10 Hz,
R = 0.1, 22 C.
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Figure 28. Comparison between the near-threshold fatigue crack propagation data, before
and after correction for closure, for MEL S-24645 HAZ tested in air, ASTM
seawater at the free corrosion potential and ASTM seawater at -1.OV SCE.
10 Hz, R = 0.1, 22 C.
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Figures 29d, 29e. Scanning electron micrographs for the LW orientation of polished
MIL S-24645.
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Figure 31. Fracture surfaces of ASTM A710 (a) and ASTM A710 weld metal (b) tested in
air.
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Figures 32a, 32b. SEM micrographs of fracture surfaces of ASTM A710 tested in ASTM
seawater at 2 Hz showing extensive corrosion product and a rough
fracture surface.

A-73



~IPA

A .0-0•

Figures 33a, 33b. SEM micrographs of ASTM A710 tested in ASTM seawater at -0.8V SCE
showing no corrosion product and smooth fracture surface. Note: the
specimen surface is covered with a layer of epoxy containing air bubbles.
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FgRpm 34. SEM mizorpsof ASTM A710 tested in seawater at -1.OV SCE: (c) crack
branch, (d) cracks opening up around grain boundaries.
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Figure 34. SEM micrographs of ASTM A710 tested in seawater at -1.OV SCE: (e) metal
grain in crack tip, (f) metal wedges in the crack wake.
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d

Figure 35. Schematic representation of crack propagation in ASTM A710 tested in ASTM
seawater at -1.OV SCE: (a) damage accumulation ahead of crack tip; (b)
development of upper crack (A) and main branch (B) by cracking along grain
boundaries; (c) extension of both cracks (AB), movement of metal wedge and
damage accumulation at C; (d) crack extension at C and metal wedge contribut-
ing to crack closure.
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Figure 38. MIL S-24645 base metal tested in ASTM seawater at the free corrosion
potential at 0.2 Hz under load increasing conditions (test #1).
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Figure 3G.- MIL S-24645 base metal tested in ASTM seawater at the free corro!-
potential at 0.2 Hz under load increasing conditions (test #1)
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Figure 41. Higher magnification views of MIL S-24645 base metal tested in ASTM
seawater at the free corrosion potential at 0.2 Hz under load shedding
conditions (test #3).
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Figure 42. Higher magnification views of MIL S-24645 base metal tested in ASTM
seawater at the free corrosion potential at 0.2 Hz under load shedding
conditions (test #3).
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Figure 43. Optical micrographs of the fracture path of MIL S-24645 base metal tested at
10 Hz at -1.0 V in ASTM seawater: (a) near notch, (b) near crack tip.
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Figure 44. Optica micrograPhs Of the fracture Path (near crack tip) of MEL S-24645 base
metal tested at 10 Hz at -1.0 V in ASTM seawater: (a) 400 X, 5% Nital; (b)
1000 X, 5% Nital.
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Figure 52a. Optical micrographs of the fracture path (near notch) of MIL S-24645 steel
in the weld tested at 10 Hz at -1.0 V in seawater.
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Figure 52b. Optical micrographs of the fracture path (near crack tip) of MIL S-24645 .'eel
in the weld tested at 10 Hz at -1.0 V in seawater.
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Figure 53. SEM micrographs of the fracture path (near crack tip) of MEL S-24645 steel in
the weld tested at 10 Hz at -1.OV in seawater: (a) 750 X, 5% Nital; (b) 1500 X,



Figure 54. SEM micrograph of the fracture path with crack branching and damage accumu-

lation of MIL S-24645 steel in the weld tested at 10 Hz at -1.OV in seawater.
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Figure 55. SEM micrographs of the fracture path with crack branching and damage
accumulation of MIL S-24645 steel in the weld tested at 10 Hz at -1.OV in
seawater: (a) behind crack tip; (b) in the middle region.
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Figure 56. Typical energy dispersive x-ray analysis of inclusions observed in MEL S-24645

weld metal.
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Figure 57a. Optical micrographs of the fracture path (near notch) of MIL S-24645 HAZ
tested at 10 Hz in seawater.
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Figure 5T7. Optical micrographs of the fracture path (near crack tip) of MEL S-24645

HAZ tested at 10 Hz in aeawater.
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Figure 58. Optical mnicrographs of the different regions of MIL S -24645 steel tested at 10
Hz in seawater: (a) base metal; (b) HAZ; (c) weld; (d) transition between weld
and HAZ.
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Figure 60. Schematic of the width of the HAZ and its distance from the crack: (a) near

notch; (b) near crack tip.
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(a)

(b)

Figure 62. SEM micrograph at high magnifications of the fracture path near the crack tip
of MI S-24645 HAZ tested at 10 Hz in seawater: (a) 10,000 X; (b) 35,000 X.
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(C)

Figure 62. SEM micrograph at high magnifications of the fracture path near the crack tip
of MIL S-24645 HAZ tested at 10 Hz in seawater: (c) 50,000 X.
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Figure 63. Potentiodynamic polarization curves: (a) comparison of data for ASTM A710
(cylindrical) and MIL S-24645 (flat) steels in aerated ASTM seawater, pH = 8.2,
22 C; (b) comparison of data for ASTM A710 (cylindrical) and MIL S-24645
(f I in leaerated ASTM seawater, pH = 8.2, 22 C.
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Figure 63. Potentiodynamic polarization curves: (c) ASTM A710 and 1018 steel held in
ASTM seawater for 1.5 hours prior to scanning positively or negatively from the
free corrosion potential; (d) comparison of data for ASTM A710 held in aerated
and deaerated ASTM seawater for 1.5 hours prior to scanning positively or
negatively from the free corrosion potential.

A-112



o 4)

0 0 WI.0

00

00

-TO-S -A IIOA

A-110



021

-o C

00

oo

oil

c 06

0I

4<r) Cn

O~OD CO-N

( 3*CYS *SA IIOA 3

A-i114



0

0

oto

.0o

0 a

TO x

Lii *

a30" OSA III 3



0

oc

000
0*u

00

NW

Z o,

0 0 c 0

L . 0 'D

0 0 0

(3-0-S -SA IIOA )3

A-i116



0P

0

00

000

g

E E
in *nr c4

Bt <, P)::L

00

Go CV
8 . o

* 3"0"S 'SA IlOA ) 3

A-117

I I I l l l



0

<:4)

0 0.

r, C4 0

mo-o
0 a

I-
(no= o

CLC

co N~ n

"3"0" "S^A 110A 3

A-118



1-3

CT specimen
3 MIL S-24645 base metal

2 0.2 Hz, R=0.1, 22°C
ASTM seawater

1 04 -1.OV(SCE)
oAK,

3

o3 o2

0 1

o-o 2

11 E 0-1
E
z

-a 2

i0-6

3
2

103-7 , , , ,, , ,,

100 2 3 4 101 2 3 4 102

AK (MPa m'/ 2 )

Figure 70. A comparison of near-threshold crack propagation data, before and after
correction for crack closure, for MIL S-24645 base metal tested in ASTM
seawater at -1.0 V (SCE) and at 0.2 Hz, R = 0.1, 22 C.
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Figure 71. A comparison of near-threshold crack propagation data, before and after
correction for crack closure, for MIL S-24645 base metal tested in ASTM
seawater at -1.0 V (SCE) and at 10.0 Hz, following the test at 0.2 Hz in Fig.
70. R = 0.1,22C.
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Figure 72. A comparison of near-threshold crack propagation data, before and after
correction for crack closure, for MIL S-24645 base metal tested in ASTM
seawater at -1.0 V (SCE) and at 10.0 Hz, R = 0.1, 22 C. Frequency was
shifted to 0.2 Hz accompanied by a load increase following the 10 Hz test
shown in Fig. 71.
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Figure 73. A comparison of near-threshold crack propagation data, before and after
correction for crack closure, for MIL S-24645 base metal tested in ASTM
seawater at -1.0 V (SCE) and at 10.0 Hz, R = 0.1, 22 C. Test #1 conducted
initially at 02 Hz and test #3, conducted at 02 Hz following the 10 Hz test
shown in Fig. 71.
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Figure 74. A comparison of near-threshold crack propagation data, before and after
correction for crack closure, for MIL S-24645 base metal tested in ASTM
seawater at -1.0 V (SCE) and at 10.0 Hz, following test #3 at 0.2 Hz as shown
in Fig. 72. R = 0.1, 22 C.
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Figure 75. A comparison of the near-threshold crack propagation data for tests #2 and

4, before and after correction for crack closure, for MIL S-24645 base metal

tested in ASTM seawater at -1.0 V (SCE) and at 10.0 Hz, following prior tests
at 0.2Hz. R = 0.1,22C.
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Figure 76. A comparison of near-threshold crack propagation data, before and after
correction for crack clcsure, for MIL S-24645 base metal test #5 in ASTM
seawater at -1.0 V (SCE) and at 10.0 Hz. The load was increased and then
shed to t -,ev sold at 10 Hz following test #4 at 10 Hz (shown in Fig. 75).
R = 0.1, 2U C
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Figure 77. A comparison of the near-threshold crack propagation data for tests #4 and
#5, before and after correction for crack closure, for MIL S-24645 base metal
tested in ASTM seawater at -1.0 V (SCE) and at 10.0 Hz. R = 0.1, 22.
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Figure 78. A comparison of near-threshold crack propagation data, before and after
correction for crack closure, for MIL S-24645 base metal tested in ASTM
seawater at -1.0 V (SCE) and at 10.0 Hz, R = 0.1, 22 C. Test #5 conducted
at 10 Hz and test #6, conducted at 0.2 Hz with no increase in load following
the 10 Hz test shown in Fig. 77.
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Figure 79. The effect of hydrogen charging on the crack growth rate for MIL-S24645
base metal tested at 10 Hz, R = 0.1, with 5N H2SO 4 + 0.25 mg/liter As2O3
solution and in air.
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Figure 80. A comparison of the near-threshold crack propagation data for MIL-S 24645
base metal tested at 10 Hz, R = 0.1, in air and in 5N H2SO4 + 0.25 mg/liter
As20 3 solution with an applied current density of 50 mA cm"2.
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A COMPARISON OF THE NEAR-THRESHOLD CORROSION FATIGUE CRACK
PROPAGATION RATES IN Mii-S24645 HSLA STEEL AND ITS WELD METAL

J. A. Todd, L. Chen, H. Tao*, E. Y. Yankov and G. H. Reynolds'

Department of Metallurgical and Materials Engineering, Illinois Institute of Technology,
Chicago, IL 60616, USA
* Atlas Testing Laboratories, Inc., 6929 E. Slauson Ave., Los Angeles, CA 90040, USA

+ MSNW, Inc., P. 0. Box 865, San Marcos, CA 92069

ABSTRACT

Near-threshold corrosion fatigue crack propagation studies have been conducted using

compact tension specimens of Mil-$24645 HSLA steel and a compatible weld metal in air,

ASTM seawater at the free corrosion potential, and ASTM seawater with -1.OV (SCE) cathodic

protection. Tests were conducted at 10 Hz and a stress ratio, R = 0.1. The weld metal

exhibited slower crack growth rates and higher threshold stress intensity ranges in both air and

seawater than the base metal. However, the weld metal itself exhibited similar behavior in air,

seawater and under cathodic protection, giving a threshold stress intensity range of 11 to 14 MPa

m"r. With the exception of the weld metal tested in air, after correction for crack closure, the

effective threshold stress intensity range was reduced to 3.5 to 5.5 MPa m"t. Metal wedges,

approximately 5 to 10 um (1-2 grain sizes), which developed during the tests, were observed

to contribute to crack closure in the -I.OV (SCE) cathodically protected specimens.
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1. INTRODUCTION

Precipitation strengthened, Cu-containing, high strength low alloy (HSLA) steels are

currently being evaluated for ship plate and marine structural applications. These low carbon

(0.05 w/o) steels are inexpensive, have corrosion behavior equivalent to or better than 1010

steel, are easily weldable and may not require a stress-relief treatment. In this paper MIL

S-24645 base and weld metals are compared in order to determine whether the non-stress

relieved condition is detrimental to the near-threshold corrosion fatigue crack propagation

behavior.

Despite recent advances in our understanding of near-threshold behavior"A, relatively few

studies have addressed the problem of crack closure in HSLA steels and welds exposed to

marine environments at the free corrosion potential and with cathodic protection5"'. Due to the

difficulties of testing in natural seawater, the majority of laboratory studies have used aqueous

NaC1 environments, where corrosion deposits may contribute to closure at the free corrosion

potential. However, unlike the aqueous chloride environment, when a cathodic potential is

applied in the marine environment two competing mechanisms may operate: (1) the formation

of calcareous deposits (CaCO3 and Mg(OH)2) which may retard near-threshold growth, and (2)

hydrogen embrittlement which accelerates crack growth.22- For the welds there may be

additional contributions to closure arising from residual stresses and/or microstructural changes.

This paper presents near-threshold corrosion fatigue crack propagation data for MIL-

S24645 HSLA steel and a compatible strength weld metal tested in air, ASTM seawater at the

free corrosion potential and ASTM seawater with -1.0V cathodic protection in order to compare

the magnitudes of their near-threshold closure contributions and determine their effective stress

intensity ranges.
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2. EXPERIMENTAL PROCEDURES

The materials tested in this study were MIL S-24645, Class 3, E/F quality, and ASTM

A710 HSLA steels and a C-Mn-Ni weld metal. Their compositions and mechanical properties

are listed in Tables I and II, respectively. Submerged arc welds (SAW) were prepared in plates

of MIL S-24645 steel, 0.76 m in length and 0.019 m in thickness, according to the procedures

listed in Table III. No stress relief treatment was given.

Near-threshold corrosion fatigue crack propagation tests were conducted on 12.7 mm

thick compact tension (CT) specimens in the TL orientation using a MTS 880 servohydraulic test

system equipped with a personal computer and Materials Analysis and Testing Environment

(MATE)2' software, developed in accordance with ASTM standard E647. Load shedding tests

were performed under load control, at frequencies of 10 Hz and 0.2 Hz (sine wave), stress ratio,

R = 0.1, in air, ASTM seawater at the free corrosion potential and ASTM seawater at -0.8V

and -L.OV cathodic protection referenced to a saturated calomel electrode (SCE). The substitute

seawater was prepared in accordance with ASTM standard D 1141-90 with the composition given

in Table IV, and was changed every three days for tests conducted with cathodic polarization

and every day for tests at the free corrosion potential.

Specimens were fatigue pre-cracked in air at 20 Hz. Crack lengths were monitored by

the compliance method, with extension arms supporting the clip gage above the liquid level for

the tests in seawater, as described in reference 20. Crack closure loads were obtained from

unloading data by comparing the average displacement deviations for a series of secondary

windows with reference data collected from a region of the hysteresis loop where the data
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displayed linear behavior. The closure load was taken as the load where the deviation error

became greater than 0.25% of the displacement deviation range.

After reaching the threshold, the specimens tested in seawater were immediately

removed, gently immersed in alcohol, dried and then placed in a vacuum. The cracks were then

carefully infiltrated with epoxy and sealed on the sides. The samples were sectioned through

the midplane, polished and etched with 3% nital, in order to observe the fracture path at the

center of the specimen by optical and scanning electron microscopy (SEM).

3. RESULTS

Figure 1 compares data for the base plate tested at 10 Hz in air, ASTM seawater at the

free corrosion potential, and ASTM seawater with -1.OV (SCE) cathodic protection. The base

plate exhibited higher crack growth rates in seawater than in air and a lower threshold stress

intensity range, AKb,, of 6.5 MPa mr' compared to a value of 7.5 MPa m"2 for the test in air.

The application of -L.OV (SCE) resulted in an increase of AK,, to 11.5 MPa m"'2. However,

when the contributions due to crack closure were subtracted, Figure 2 shows that the effective

stress intensity ranges, (AK ff.h, gave similar values of AKff,,, = 5.5 MPa m "2 in air and 5.0

MPa mn" in seawater at -1.OV (SCE).

Figure 3 presents data for the weld metal tested in air, ASTM seawater at the free

corrosion potential, -0.8V (SCE) and -1.OV (SCE). AK,, was found to be 11 MPa m"2 at the

free corrosion potential, 12.8 MPa m"2 in ASTM seawater at -0.8V (SCE) and 14-14.5 Mpa m 2

in air and -I.OV (SCE) in seawater. After correction for crack closure the values of AKff., were

in the range 3.5 to 5.5 MPa m"2, with the exception of the test conducted in air, which gave a

value of 9 MPa M"2 and appeared not to have reached a steady threshold value at da/dN = 6
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x 10-7 mm/cycle. Figure 4 compares the data for the base and weld metals in air and ASTM

seawater and shows that, before correction for crack closure, the apparent crack propagation

rates for the weld metal in both air and ASTM seawater were significantly slower than for the

base metal. Similarly, the apparent crack propagation rates in the cathodically protected weld

metal are slower than those for the base metal at -1.0V (SCE), as shown in Fig. 5. It is

interesting to note that although similar apparent threshold values were observed for the weld

metal at -0.8V and -1.0V (SCE) the near-threshold crack propagation rates were slightly slower

in the -0.8V (SCE) cathodically protected specimen.

Figure 6 compares data for the base metal tested in seawater at frequencies of 10 Hz, 2

Hz and 0.2 Hz, respectively. The apparent AKdh range increased from 6.5 MPa m"a at 10 Hz

to 7 MPa mr' at 2 Hz and to 8.5 MPa m"a at 0.2 Hz, where the crack stopped at 7 x 10.

mm/cycle. The load was then increased and crack propagation initially resumed and then

stopped with the lowest growth rate of 4 x 10i7 mm/cycle being recorded at an apparent

threshold value of 9.5 MPa m1' After correction for crack closure, similar values of AKyr.,l

(4.5 and 5.0 MPa m'12, respectively) were obtained for 2 Hz and 0.2 Hz.

A summary of the threshold data collected in this study is presented in Table V.

4. DISCUSSION

Mechanisms contributing to near-threshold corrosion fatigue crack propagation in ferritic

steels exposed to marine environments include: (1) the corrosion or dissolution of Fe; (2)

hydrogen uptake from the corrosion process or cathodic protection; and (3) precipitation of

heavy soluble compounds (corrosion products, calcareous deposits, etc.) in the crack.291 The

first two reactions accelerate crack growth while the latter retards crack growth. These reactions
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depend on the crack tip electrochemistry; the externally applied potential; and mechanical

variables such as the stress amplitude, AK, stress ratio and frequency. For the stress ratio, R

= 0.1, used in this study, closure contributions from oxide films in air; corrosion products in

the marine environment; calcareous deposits and/or metal particles under cathodic protection and

weld residual stresses may also retard near-threshold growth. These contributions are discussed

in further detail below.

Characteristic markings, arising from fretting oxidation, were observed on the fracture

surfaces of the specimens tested in air, as reported by Ritchie'3 . Such films have been shown

by Suresh et al.' to produce a closure contnbution to the near-threshold growth of pressure

vessel steels tested in moist air, and they also account for the small shift in threshold stress

intensity range, (AKth - AKf.,h= 2 MPa mi") observed for the base metal tests in air at 10 Hz.

Extensive corrosion products were observed on the fracture surfaces of both base plate

and weld metal tested in ASTM seawater at the free corrosion potential. For both materials the

apparent threshold stress intensity range was slightly lower (- 1-3 MPa rn") for the tests in

seawater than those in air. After correction for closure, the threshold stress intensity ranges for

the weld metal were reduced by 5 MPa m"a and 7 MPa mll2 for the tests in air and seawater,

respectively, indicating that the corrosion products gave a larger contribution to closure than the

oxide films in air.

The contribution of corrosion products to crack closure is demonstrated further in Fig.

7. Test #2 shows near-threshold data collected for the weld metal in seawater at -L.OV (SCE).

In test #1, the specimen was anodically polarized at + .OV (SCE) for 10 minutes, giving

extensive corrosion at the beginning of the test, before the polarization was reversed to -1.OV
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(SCE) and the test continued. The apparent threshold stress intensity, AK•, increased from 15

MPa mr"2 for test #2 to 18 MPa m`2 for test #1 (+ 1.OV SCE). After correction for closure, the

threshold stress intensity ranges were reduced by 10.5 MPa mi" (test #2) and 12.5 MPa mr"2 (test

#1) again indicating that corrosion products in the wake of the crack contribute significantly to

crack closure. It should be noted that the effective threshold stress intensity ranges are very

close, i.e. 5.5 MPa mt" and 4.5 MPa m"2 for tests #1 and #2, respectively.

The contribution of corrosion products to crack closure is shown to be time dependent

in Fig. 6, where a higher apparent threshold stress intensity is observed at 0.2 Hz than at 10 Hz.

The shift in threshold stress intensity range (AKY - AKIr, ) increased from 2.5 MPa m"2 to 3.5

MPa m"'2 as the frequency was decreased from 2 Hz to 0.2 Hz and then to 5 MPa mi2 when the

load was increased at 0.2 Hz. Closure built up very rapidly as the threshold was approached

at 0.2 Hz and the crack stopped as it became wedged open.

When the specimens were tested at 2 Hz and -1.OV (SCE), Todd et al.27 reported that

metal wedges, induced by hydrogen embrittlement and approximately 5 to 10 /Am in diameter

(1-2 grain sizes), could be found along the crack wake. Similar observations were made in the

present study at 10 Hz for both base and weld metals as shown in Figs. 8a and 8b for the base

metal. Figure 8a shows the crack tip (observed along the specimen center line) for the base

metal tested in ASTM seawater at -1.OV (SCE) and 10 Hz. The microstructure contains ferrite

and pearlite and both intergranular and transgranular fracture can be observed. Figure 8b shows

a higher magnification view of the region labelled A in Fig. 8a. It can be seen that the crack

has propagated around the ferrite grain boundaries leaving metal grains, (3 to 8 Jm in size)

which are still cathodically protected to contribute to closure in the crack wake. The observed
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grain size is well above the maximum pulsating crack tip opening displacement, calculated as

0.53 /m following the method used by Suresh et al.' Energy dispersive X-ray spectroscopy

(EDS) was conducted on the crack surface but no evidence of calcareous deposit formation was

found. As optical and scanning electron microscopy observations also produced no evidence of

surface films, it was concluded that the metal wedges alone could account for the closure at

-1.ov (SCE).

Neither metal wedges nor calcareous deposits were observed in the specimen tested at

-0.8V (SCE) in ASTM seawater and, to date, no satisfactory explanation has been found for the

slightly slower near-threshold corrosion fatigue crack propagation rates at -0. 8V (SCE) compared

to -1.OV (SCE).

The slower near-threshold corrosion fatigue crack propagation rates and greater degree

of closure observed for the weld compared to the base metal specimens agrees well with data

in the literature.7"8 '3-"1 For compact tension specimens of ASTM A710 HSLA-80 steel, notched

in the heat affected zone and tested in air in the mid-growth regime at R = 0.1 and v = 5 Hz,

Linkl" observed that closure loads were initially greater than 80% of the maximum load and

decreased to 40% of P. as the crack extended. These observations were found to be consistent

with the presence of crack closure resulting from the redistribution of weldment residual stresses

due to machining of the specimen notcii and through crack propagation.2, 394 '

In the present near-threshold study, closure loads were also significantly higher in the

weld metal than in the base metal at the beginning of the test. However, it is interesting to

compare the data for base and weld metals tested in seawater at -L.OV SCE. Kd,/K. was

initially 0.5 in the weld metal and increased to 0.75 at threshold as the load was shed, whereas
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I/K.,, was initially 0.1 in the base metal and increased slowly at first and then rapidly to 0.6

as the threshold was approached. Despite these differences, after correction for crack closure,

the values of AKff,,h were similar: 5 MPa mn" for the base metal and 4.5 MPa m"2 for the weld

metal.

Several factors may contribute to closure in the weld metal specimens tested in ASTM

seawater at -1.0V (SCE): microstructural changes, metal wedges and residual stresses. The

strength levels and ferrite grain sizes (5 - 10 jm) were similar for both weld and base metal and

metal wedges were present in both samples. Tests are now in progress to determine whether

a stress relief treatment will restore crack propagat: in rates and threshold values comparable to

those of the base plate in the weld metal as demonstrated by Linkl" for the HSLA-80 steel in the

wid-growth regime.

5. CONCLUSIONS

1. With the exception of the weld metal tested in air at 10 Hz, the effective threshold stress

intensity range, AKfh, determined after correction for crack closure lies in the range of 3.5 to

5.5 MPa m'a for both base and weld metals, irrespective of frequency or test conditions.

2. Oxide films and corrosion products contributed to crack closure for the tests in air and

seawater at the free corrosion potential, respectively.

3. The applied threshold stress intensity range, AY.*, increased with decreasing frequency

in ASTM seawater at the free corrosion potential from 6.5 MPa m`2 at 10 Hz to 8.5-9.5 MPa

m"2 at 0.2 Hz.
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4. The application of -I.OV (SCE) cathodic protection resulted in the formation of metal

wedges (approximately one to two grain sizes) in the wake of the crack, contributing to crack

closure in both base and weld metals.

5. The weld metal has a higher applied stress intensity range, AKI, than, but similar

values of effective stress intensity range, AKif,,h to the base metal at 10 Hz and this is attributed

to the presence of weld residual stresses.

6. ACKNOWLEDGEMENTS

This research was supported by the Naval Sea Systems Command under Contract No

N00024-88-C-5708 through a sub-contract from MSNW Inc. The authors gratefully

acknowledge this support.

A-140



7. REFERENCES

1. R. P. Gangloff: "Corrosion Fatigue Crack Propagation in Metals", NASA Report 4301,

1990.

2. "Mechanics of Fatigue Crack Closure", eds. J. C. Newman, Jr and W. Elber, ASTM

STP 982, ASTM, Philadelphia, PA, 1988.

3. "Current Research on Fatigue Cracks," eds. T. Tanaka, M. Jono and K. Komai, Current

Japanese Materials Research, Vol. I, Elsevier, N.Y., 1987.

4. "Fracture Mechanics; Perspectives and Directions," eds. R. P. Wei and R. P. Gangloff,

ASTM STP 1020, ASTM, Philadelphia, PA, 1989.

5. Y. Itoh, S. Suruga and H. Kashiwaya: "Prediction of Fatigue Crack Growth Rate in

Welding Residual Stress Field," Engineering Fracture Mechanics, vol 33, 3, 1989,

pp. 397-407.

6. H. -J. Spies, G. Pusch, C. Henkel and K. Roessler: "Theoretical and Applied Fracture

Mechanics", Vol. 11, 2, 1989, pp. 121-5.

7. R. W. Chang, Y. G. Kweon and C. B. Lim: "Influence of the Welding Heat Input on

Fatigue Crack Growth in Offshore Structural Steel Welds," in Proc. Eighth Internat.

Conf. on Offshore Mechanics and Arctic Engineering, ASME, N.Y., pp.419-30.

8. L. R. Link, "Fatigue Crack Growth of Weldments," ASTM STP 1058, ASTM,

Philadelphia, PA, 1990, pp. 16-33.

9. Ki J. Kang, Ji H. Song and Y. Youn: "Fatigue Crack Growth and Closure Behavior

through a Compressive Residual Stress Field," Fatigue and Fracture of Engineering

Materials and Structures, Vol. 13, 1, 1990, pp. 1-13.

10. G. S. Booth and J. G. Wylde. Metals Science. 1977, 11, 308.

A-141



11. P. W. Marshall. Welding Res. Council Bull., April 1974, No. 193.

12. P. W. Marshall. Proc. National Water Resources Ocean Engineering Convention. ASCE,

San Diego, CA. April 1976.

13. T. G. Gooch and G. S. Booth: "Corrosion Fatigue of Offshore Structures", Metal

Science, 1979, 13, 7, pp. 402-410.

14. J. W. Cochera, J. P. Tralmer and P. W. Marshall. Fatigue of Structural Steels for

Offshore Platforms, Paper OTC 2604, 1976 Offshore Technology Conference. Houston,

May 1969.

15. F. E. Havens and D. M. Bench, Fatigue Strength of Quenched and Tempered Carbon

Steel Plates and Welded Joints in Sea Water. Paper OTC 1046, 1969, Offshore

Technology Conference, Houston, May 1969.

16. K. J. Marsh, T. Martin and J, McGregor. The Effect of Rarqdom Loading and Corrosive

Environment on the Fatigue Strength of Fillet-Welded Lap Joints. NEL Report 587,

National Engineering Laboratory, East Kilbride, Glasgow, Feb. 1975.

17. J. C. Walter, E. Olbjom, 0. Allstad and G. Elde. Safety Against Corrosion Fatigue

Offshore. Publication No;. 94;, Det Norske Ventas, Horik, Norway, April 1976.

18. C. E. Jaske, D. Broek, J. E. Slater, W. E. Anderson. Corrosion Fatigue of Structural

Steels in Seawater and for Offshore Apjplication. Corrosion Fatigue Technology. ASTM

STP 642, 1978, pp. 19-47.

19. Corrosion Fatigue of Welded Steel in Seawater. Florida Sea Grant Program, 1984.

20. G. H. Reynolds and J. A. Todd: Threshold Corrosion Fatigue of Welded Shipbuilding

Steels, Final Report-Phases I Program, US Navy Report, Contract No. N00024-88-C-

5708, 1989.

A-142



21. K. Komai: "Corrosion-Fatigue Crack Growth Retardation and Enhancement in Structural

Steels," in "Current Research on Fatigue Cracks," eds. T. Tanaka, M. Jono and K.

Komai, Current Japanese Materials Research, Vol. I, Elsevier, N.Y., 1987, pp. 267-289.

22. R. P. Gangloff: "Inhibition of Aqueous Chlorides Corrosion Fatigue by Control of Crack

Hydrogen Production," in Critical Issues in Reducing the Corrosion of Steels, H.

Leidheiser Jr. and S. Haruyama, eds, JSPPS/NSF, Tokyo, 1985.

23. W. H. Hartt and W. Y. Mao: NACE Paper 317, Boston, March 25-29, 1985.

24. K. M. Kunjapur, W. H. Hartt and S. W. Smith Jr.: NACE Paper 316, Boston, March

25-29, 1985.

25. W. C. Hooper and W. H. Hartt, Corrosion Journal, 34, 1978, p. 320.

26. W. H. Hartt and W. C. Hooper: Corrosion Journal, 36, 107, 1980.

27. J. A. Todd, P. Li, G. Liu and V. Raman: Scripta Metall., 22, 745, 1988.

28. University of Dayton Research Institute, Dayton, Ohio.

29. E. Maahn: Crack Tip Chemistry under Cathodic Protection and its Influence on Fatigue

Crack Growth, CANMET, Energy, Mines and Resources Canada, 555 Booth St.,

Ottawa, Canada, KIA OGI, 1986.

30. D. J. Duquette. Environmental Effects I. General Fatigue Resistance and Crack

Nucleation in Metals and Alloys. Fatigue and Microstructure. ASM 1978, pp. 335-363.

31. H. C. Marcus. Environmental Effects II. Fatigue Crack Growth in Metals and

Alloys, Fatigue and Microstructure. ASM pp. 365-383.

32. R. W. Staehle. A Point of View Concerning Mechanisms of Environment Sensitive

Cracking of Engineering Materials, in Mechanisms of Environment Sensitive Cracking

of Materials, Eds. P. R. Swann, F. P. Ford, A. R. C. Westwood. 1977, pp. 574-601.

A-143



33. R. 0. Ritchie: "Near-Threshold Fatigue Crack Propagation in Steels," International

Metals Reviews, 5 and 6, 1979, pp. 205-30.

34. S. Suresh, G. F. Zamiski and R. 0. Ritchie, Metall. Trans. A, 12A, 1981, p. 1435.

35. L. R. Link: Fatigue Crack Growth of 5456-H 116 Aluminum and HSLA-80 Weldments,

US Navy Report, DTRC/SME-88-39, 1988.

36. D. A. Davis and E. J. Czyryca: "Corrosion Fatigue Crack-Growth Behavior of HY-130

Steel and Weldments," Trans. ASME, 103, 314, 1981.

37. M. Beghini and L. Bertini: "Fatigue Crack Propagation Through Residual Stress Fields

with Closure Phenomena," Engineering Fracture mechanics, 36, 3, 1990, pp. 379-87.

38. Y. W. Shi, B. Y. Chen and J. X. Zhang: "Effects of Welding Residual Stresses on

Fatigue Crack Growth Behavior in Butt Welds of a Pipeline Steel," Engineering Fracture

mechanics, 36, 6, 1990, pp. 893-902.

39. D. A. Davis and E. J. Czyryca: "Corrosion-Fatigue Crack Growth Characteristics of

Several HY-100 Steel Weldments with Cathodic Protection," in Corrosion Fatigue:

Mechanics, Metallurgy, Electrochemistry and Engineering, eds. T. W. Crooker azwd B.

N. Leis, ASTM STP 801, 1983, pp. 175-96.

40. G. E. Nordmark, L. N. Muller and R. A. Kelsey: "Effect of Residual Stresses on

Fatigue Crack Growth Rates in Weldments of Aluminum Alloy 5456 Plate," in Residual

Stress Effects in Fatigue, ASTM STP 776, ASTM, 44, 1982.

41. J. H. Underwood, L. P. Pook and J. K. Sharples, "Fatigue-Crack Propagation Through

a Measured Residual Stress Field in Alloy Steel,: in Flaw Growth and Fracture, ASTM

STP 631, 1977, pp. 402-15.

A-144



TABLE I: Compositions of MEL S-24645 Steel and Weld Metal

%laterial C Mn P S Cu Si Ni Cr Mo V Ti Al Cb Sb As

WtlL S-24645 .05 .50 .010 .002 1.17 .35 1.00 .72 .23 .003 .005 .018 .032 .003 .004
kSTM A710 .04 .58 .010 .004 1.18 .28 .76 .85 .21 - - - .042 - -
Weld metal .03 1.40 .013 .011 0.14 .39 1.74 .14 .33 . . .. .

TABLE H: Mfechanical Properties of MIL S-24645 Steel and Weld Metal

Material uv (ksi) vt- (ksi) %e %RA Impact Properties
(OF) ED

MIL S-24645" TX 83 92 36 67.8 176
Class 3 BX 80 89 26 81.0 231

TL 204
B1, 250

ASTM A710+
Class 3 89 101 35 77.0 50 (-80F)

Weld Metal TL 86 110 26 71.3 94

*austenitized at 1660 F (904 C) for 108 minutes, water quenched, precipitation hardened at 1160
F (627 C) for 62 minutes and water quenched.
+austenitized at 1650 F (899 C) for 30 minutes, water quenched, precipitation hardened at 1100
F (598 C) for 30 minutes and furnace cooled.
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Table HI: Submerged Arc Weld Procedures

Joint Configuration:

Weld Length: 0.66 m
Electrode: 2.36 x 10' m D., Linde 95 MIL lOOS-1
Electrode Extension: 0.038 m
Flux: Oerlikon OP 121TIT
Flux Depth: 1.91 x 10-2 m
Preheat: None
Interpass Temperature: 93 C
Voltage: 33V DCRP
Amperage: 350 A
Travel Speed: 5.4 x 10-3 m s1
Heat Input: 2110 KJ m-1
Number of passes: 10

Table IV: Chemical Composition of ASTM Substitute Seawater

NaCI 24.53 g/l
MgCI2  5.20 g/l
Na 2SO, 4.09 g/I
CaCI2  1.16 g/l
KCI 0.695 g/l
NaHCO 3  0.201 g/l
KBr 0.101 g/l
H3B0 3  0.027 g/l
SrCi2  0.025 g/l
NaF 0.003 g/l

Chlorinity = 19.38; pH = 8.2
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TABLE V: Sumnmary of Test Results

Specimen Condition Frequency AKY &Kff.6 Comments
(Hz) Range Range

(MPa m"2) (MPa mrn)

Mil-S 24645 Air 10 10.0 -
Mil-S 24645 Air 10 7.5 5.5
Mil-S 24645 Seawater 10 6.5
Mil-S 24645 Seawater,-O.8V 10 6.5
MiI-S 24645 Seawater,-1.OV 10 6.5
MiI-S 24645 Seawater,-1.OV 10 11.5 5.0

ASTM A710 Seawater 2.0 7.0 4.5

Mil-S 24645 Seawater 0.2 8.5 5.0 crack stopped
Mi-S 24645 Seawater 0.2 9.5 4.5 load increased

Weld Air 10 14.0 9.0
Weld Seawater 10 11.0 4.0
Weld Seawater,-O.8V 10 12.8 3.5
Weld Seawater,-l.OV 10 14.5 4.5
Weld Seawater,-1.OV 10 18.0 5.5 + 1.OV (SCE)

extensive
corrosion
before cathodic
protection
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2 CT specimen
10-3 MIL S-24645 base metal

100 Hz. R=0.1.22°C
before correction for crack closureo

2 air /
1-4 •ASTM seawater

0 -1.0 V(SCE)
'75 ASTM seawater

E 2z1-5

10
.0 v

2I '

2

10-7
1020 3 101 2 3 102

AKapp (MPa M1/ 2)

Figure 1. A comparison of near-threshold crack

propagation data for MIL S-24645 base metal

tested at 10Hz, R=0. 1, in air, ASTM seawater at the

free corrosion potential and at -1.OV (SCE).
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3

2
CT specimen

0-4 MIL S-24645 base metal
1 10 Hz, R=0.1,22"C

-1.OVSCE protection
in, sea water:

3 V with crack closure
v corrected for crack

2 closure

-~ 5 G1T.
>10 0 with crack closure

0 corrected for crack
E closure
E
z

2 D

10-6

3

2 ,

i0-7
100 2 3 4 101 2 3 4 102

AK (MPa mil/ 2 )

Figure 2. Near-threshold corrosion fatigue crack
propagation data. before(closed symbols) and after
(open symbols) correction for crack closure for
MIL S-24645 base metal tested in air and seawater
at -1.OV SCE.
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2 CT specimen

1--3 MIL S-24645 weld metal
10 Hz, R=0.1, 22°C
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Figure 3. Comparison between the near-threshold
crack propagation data, before and after correction
for crack closure, for the weld metal tested in air, ASTM
seawater at free corrosion potential, and ASTM seawater
at -O.BV (SCE) and -t.OV (SCE). 10Hz, R=0. 1, 22 C.
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Figure 4. Comparison between the near-threshold
crack propagation data, before and after correction
for crack closure for MIL S-24645 base and weld metals
in air and ASTM seawater at the free corrosion potential.
10Hz. R=0.1, 22 C.
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CT specimen
2 10 Hz, R=O.1,22°C
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10- in ASTM seawater

v v base metal, -1 .GV(SCE)
A A weld metal, -1.OV(SCE)
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Figure 5. Comparison between the near-threshold
fatigure crack propagation data, before and after
e-orrection for crack closure, for MIL S-24645 base
and weld metals in ASTM seawater at -0.8V SCE
and -1.OV SCE. 10Hz, R=O.1. 22 C
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2 R=0.1.220 C
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Figure 6. A comparison of the near-threshold
corrosion fatigue crack propagation data for
MM S-24645 and ASM 710 base metals tested in
ASTM seawater at the free corrosion potential
and frequencies of 10, 2 and 0.2 Hz. R=0.1, 22 C
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Figure 7. A comparison of near-threshold fatigue
propagation data between test 1, weld metal anodically
polarized to +1.OV (SCE) for 10 minutes prior to testing
at -1.OV (SCE), and test 2, weld metal protected with
- .OV (SCE), in seawater, before and after correction
for crack closure. 10Hz, R=f0.1, 22 C.
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Figure 8a. Optical micrograph of the crack tip in Mil S-24645 base metal
tested in ASTM seawater with -1.OV (SCE) protection at 10Hz, R=0.1,
etched in 3% Nital.

Figure 8b. SEM micrograph of Mil S-24645 base metal tested in seawater

with -1.OV (SCE) protection at 10Hz, R=0.1, showing region A in Fig. 8a.
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